
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  Sensible Cooling Capacity Charts 
ECOi 3 way,ECOi 2 way & Mini ECOi

 
            R410a VRF systems    

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SPW = Sanyo Commercial product (unchanged)

X = Indoor unit type (4 Way Cassette) - unchanged

D =  DC Fan Motor, R = New Refrigerant - (dropped in new model code as now applies to all).

7 = 7,000 Btu/Hr (changed to 07)

4 = Japanese factory code, 5 = European factory code (same product)

H = Heat Pump -  unchanged

Example model code: SPW-XDR74GXH56 (4 series) = SPW-X075XH

X (after numbers)  = VRF indoor unit - unchanged

G = European model, 5 = single phase, 6 = electronic reference (All omitted from 5 series models)

Notes on Simplified New Model Numbers:

The tables use the "4 series" (Japanese) model codes.  
Also supplied are "5 series" (Simplified European Codes)
Both series ARE CURRENT, identical & interchangable



 
 
 

Conversion Values: 
 
UK Conditions  
 
300C Ambient  
230C db/150C wb Internal 
 
Note: 
 

use the multipliers below to calculate capacity data at UK 
conditions and varying fan speeds. 
 
For Heating capacities please refer to list prices catalogue 
 
Total UK Cooling @ Med Fan Speed  0.9 X Total Cooling  
Total UK Cooling @ Low Fan Speed  0.85 X Total Cooling  
  
Sensible Cooling @ Med Fan Speeds 0.85 X Total Sensible Value 
Sensible Cooling @ Low Fan Speeds 0.75 X Total Sensible Value 
    
 
 For other room conditions please apply the following multipliers 
 
 22 deg C 50% RH = Corrected Capacity X 0.993
 21 deg C 50% RH=  Corrected Capacity X 0.988  
 
  
  
 
 
 
 
 
 
 
 
 

All data is based upon duties at ‘High’ indoor fan speed. Please 



Power Supply : 1phase-240V-50Hz

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.22 2.12 2.01 1.89 1.82

21 SHC 2.22 2.12 2.01 1.89 1.82
15 23 SHC 2.22 2.12 2.01 1.89 1.82

 25 SHC 2.22 2.12 2.01 1.89 1.82
27 SHC 2.22 2.12 2.01 1.89 1.82
29 SHC 2.22 2.12 2.01 1.89 1.82
31 SHC 2.22 2.12 2.01 1.89 1.82

TC 2.29 2.20 2.10 1.99 1.91
21 SHC 1.77 1.73 1.69 1.65 1.62

17 23 SHC 2.26 2.20 2.10 1.99 1.91
25 SHC 2.29 2.20 2.10 1.99 1.91
27 SHC 2.29 2.20 2.10 1.99 1.91
29 SHC 2.29 2.20 2.10 1.99 1.91
31 SHC 2.29 2.20 2.10 1.99 1.91

TC 2.38 2.29 # 2.20 2.09 2.02
21 SHC 1.24 1.21 1.18 1.14 1.11

19 23 SHC 1.73 1.70 1.66 1.63 1.60
25 SHC 2.21 2.19 2.15 2.09 2.02
27 SHC 2.38 2.29 2.20 2.09 2.02
29 SHC 2.38 2.29 2.20 2.09 2.02
31 SHC 2.38 2.29 2.20 2.09 2.02

TC 2.45 2.37 2.28 2.17 2.11
23 SHC 1.20 1.17 1.14 1.11 1.08

21 25 SHC 1.69 1.66 1.63 1.60 1.57
27 SHC 2.17 2.14 2.12 2.08 2.06
29 SHC 2.45 2.37 2.28 2.17 2.11
31 SHC 2.45 2.37 2.28 2.17 2.11

TC 2.54 2.46 2.38 2.29 2.22
23 25 SHC 1.15 1.13 1.11 1.08 1.06

27 SHC 1.64 1.62 1.59 1.57 1.55
29 SHC 2.13 2.11 2.08 2.06 2.04
31 SHC 2.54 2.46 2.38 2.29 2.22

TC 2.64 2.55 2.47 2.38 2.33
25 27 SHC 1.12 1.09 1.07 1.05 1.03

29 SHC 1.61 1.58 1.56 1.54 1.52
31 SHC 2.09 2.07 2.05 2.03 2.01

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.00

COOLING CAPACITY Model Name : SPW-XDR74GXH56

Rating Capacity :   2.2 kW Air Flow Rate : 930 CMH

SPW-X075XH



COOLING CAPACITY Model Name : SPW-XDR94GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.8 kW Air Flow Rate : 930 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.83 2.70 2.56 2.40 2.32

21 SHC 2.55 2.50 2.44 2.37 2.32
15 23 SHC 2.83 2.70 2.56 2.40 2.32

 25 SHC 2.83 2.70 2.56 2.40 2.32
27 SHC 2.83 2.70 2.56 2.40 2.32
29 SHC 2.83 2.70 2.56 2.40 2.32
31 SHC 2.83 2.70 2.56 2.40 2.32

TC 2.92 2.80 2.67 2.53 2.43
21 SHC 2.01 1.97 1.92 1.86 1.82

17 23 SHC 2.50 2.45 2.40 2.35 2.31
25 SHC 2.92 2.80 2.67 2.53 2.43
27 SHC 2.92 2.80 2.67 2.53 2.43
29 SHC 2.92 2.80 2.67 2.53 2.43
31 SHC 2.92 2.80 2.67 2.53 2.43

TC 3.02 2.91 # 2.80 2.66 2.57
21 SHC 1.47 1.43 1.39 1.34 1.30

19 23 SHC 1.96 1.92 1.88 1.83 1.79
25 SHC 2.45 2.41 2.37 2.32 2.28
27 SHC 2.94 2.90 2.80 2.66 2.57
29 SHC 3.02 2.91 2.80 2.66 2.57
31 SHC 3.02 2.91 2.80 2.66 2.57

TC 3.12 3.01 2.90 2.77 2.69
23 SHC 1.42 1.38 1.34 1.30 1.27

21 25 SHC 1.91 1.87 1.83 1.79 1.76
27 SHC 2.40 2.36 2.32 2.28 2.25
29 SHC 2.88 2.85 2.81 2.76 2.69
31 SHC 3.12 3.01 2.90 2.77 2.69

TC 3.23 3.13 3.02 2.91 2.83
23 25 SHC 1.37 1.34 1.30 1.27 1.25

27 SHC 1.85 1.83 1.79 1.76 1.73
29 SHC 2.34 2.31 2.28 2.25 2.22
31 SHC 2.83 2.80 2.77 2.73 2.71

TC 3.36 3.24 3.14 3.04 2.97
25 27 SHC 1.32 1.28 1.26 1.23 1.21

29 SHC 1.81 1.77 1.75 1.71 1.70
31 SHC 2.29 2.26 2.24 2.20 2.18

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.00

SPW-X095XH



COOLING CAPACITY Model Name : SPW-XDR124GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.6 kW Air Flow Rate : 930 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.63 3.47 3.29 3.09 2.98

21 SHC 2.91 2.83 2.75 2.66 2.62
15 23 SHC 3.39 3.32 3.24 3.09 2.98

 25 SHC 3.63 3.47 3.29 3.09 2.98
27 SHC 3.63 3.47 3.29 3.09 2.98
29 SHC 3.63 3.47 3.29 3.09 2.98
31 SHC 3.63 3.47 3.29 3.09 2.98

TC 3.75 3.60 3.43 3.25 3.13
21 SHC 2.35 2.29 2.22 2.15 2.09

17 23 SHC 2.84 2.78 2.71 2.63 2.58
25 SHC 3.33 3.26 3.20 3.12 3.07
27 SHC 3.75 3.60 3.43 3.25 3.13
29 SHC 3.75 3.60 3.43 3.25 3.13
31 SHC 3.75 3.60 3.43 3.25 3.13

TC 3.89 3.75 # 3.60 3.42 3.30
21 SHC 1.80 1.74 1.69 1.62 1.57

19 23 SHC 2.29 2.23 2.18 2.11 2.06
25 SHC 2.77 2.72 2.66 2.60 2.55
27 SHC 3.26 3.21 3.15 3.09 3.03
29 SHC 3.75 3.70 3.60 3.42 3.30
31 SHC 3.89 3.75 3.60 3.42 3.30

TC 4.01 3.87 3.73 3.56 3.45
23 SHC 1.73 1.68 1.63 1.57 1.53

21 25 SHC 2.22 2.17 2.11 2.05 2.02
27 SHC 2.70 2.65 2.60 2.54 2.51
29 SHC 3.19 3.14 3.09 3.03 2.99
31 SHC 3.68 3.63 3.58 3.52 3.45

TC 4.15 4.03 3.89 3.74 3.64
23 25 SHC 1.66 1.62 1.57 1.53 1.49

27 SHC 2.14 2.11 2.06 2.01 1.98
29 SHC 2.63 2.59 2.55 2.50 2.47
31 SHC 3.12 3.08 3.04 2.99 2.96

TC 4.32 4.17 4.04 3.90 3.81
25 27 SHC 1.59 1.55 1.51 1.47 1.45

29 SHC 2.08 2.04 2.00 1.96 1.93
31 SHC 2.57 2.53 2.49 2.45 2.42

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.66

SPW-X125XH



COOLING CAPACITY Model Name : SPW-XDR164GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   4.5 kW Air Flow Rate : 960 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 4.54 4.33 4.11 3.86 3.73

21 SHC 3.35 3.26 3.16 3.04 2.98
15 23 SHC 3.85 3.76 3.66 3.54 3.48

 25 SHC 4.35 4.26 4.11 3.86 3.73
27 SHC 4.54 4.33 4.11 3.86 3.73
29 SHC 4.54 4.33 4.11 3.86 3.73
31 SHC 4.54 4.33 4.11 3.86 3.73

TC 4.69 4.50 4.29 4.06 3.91
21 SHC 2.77 2.69 2.60 2.50 2.44

17 23 SHC 3.27 3.19 3.10 3.00 2.94
25 SHC 3.77 3.69 3.60 3.50 3.44
27 SHC 4.28 4.19 4.10 4.00 3.91
29 SHC 4.69 4.50 4.29 4.06 3.91
31 SHC 4.69 4.50 4.29 4.06 3.91

TC 4.86 4.68 # 4.50 4.28 4.13
21 SHC 2.18 2.11 2.04 1.95 1.89

19 23 SHC 2.69 2.62 2.54 2.46 2.39
25 SHC 3.19 3.12 3.04 2.96 2.89
27 SHC 3.69 3.62 3.55 3.46 3.39
29 SHC 4.19 4.12 4.05 3.96 3.89
31 SHC 4.69 4.62 4.50 4.28 4.13

TC 5.02 4.84 4.66 4.45 4.32
23 SHC 2.10 2.03 1.96 1.88 1.84

21 25 SHC 2.60 2.53 2.47 2.39 2.34
27 SHC 3.10 3.03 2.97 2.89 2.84
29 SHC 3.60 3.53 3.47 3.39 3.34
31 SHC 4.10 4.03 3.97 3.89 3.85

TC 5.19 5.04 4.86 4.68 4.55
23 25 SHC 2.01 1.95 1.90 1.83 1.79

27 SHC 2.51 2.46 2.40 2.34 2.29
29 SHC 3.01 2.96 2.90 2.84 2.80
31 SHC 3.51 3.46 3.40 3.34 3.30

TC 5.40 5.21 5.05 4.88 4.77
25 27 SHC 1.93 1.87 1.82 1.77 1.74

29 SHC 2.43 2.37 2.32 2.27 2.24
31 SHC 2.93 2.87 2.83 2.77 2.74

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.39

SPW-X165XH



COOLING CAPACITY Model Name : SPW-XDR184GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.6 kW Air Flow Rate : 960 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.65 5.39 5.12 4.80 4.64

21 SHC 3.89 3.77 3.64 3.48 3.40
15 23 SHC 4.40 4.27 4.14 3.98 3.90

 25 SHC 4.90 4.77 4.64 4.48 4.40
27 SHC 5.40 5.27 5.12 4.80 4.64
29 SHC 5.65 5.39 5.12 4.80 4.64
31 SHC 5.65 5.39 5.12 4.80 4.64

TC 5.84 5.61 5.34 5.06 4.87
21 SHC 3.29 3.18 3.06 2.93 2.85

17 23 SHC 3.79 3.68 3.56 3.43 3.35
25 SHC 4.29 4.18 4.06 3.93 3.85
27 SHC 4.80 4.68 4.57 4.44 4.35
29 SHC 5.30 5.18 5.07 4.94 4.85
31 SHC 5.80 5.61 5.34 5.06 4.87

TC 6.05 5.83 # 5.60 5.32 5.14
21 SHC 2.68 2.59 2.49 2.37 2.29

19 23 SHC 3.18 3.09 2.99 2.87 2.79
25 SHC 3.69 3.59 3.49 3.38 3.29
27 SHC 4.19 4.09 3.99 3.88 3.79
29 SHC 4.69 4.59 4.50 4.38 4.29
31 SHC 5.19 5.10 5.00 4.88 4.80

TC 6.24 6.03 5.80 5.53 5.37
23 SHC 2.56 2.48 2.39 2.29 2.23

21 25 SHC 3.06 2.98 2.89 2.79 2.73
27 SHC 3.57 3.48 3.39 3.29 3.23
29 SHC 4.07 3.98 3.89 3.79 3.73
31 SHC 4.57 4.49 4.40 4.29 4.23

TC 6.46 6.27 6.05 5.82 5.66
23 25 SHC 2.45 2.38 2.31 2.23 2.17

27 SHC 2.95 2.88 2.81 2.73 2.67
29 SHC 3.46 3.38 3.31 3.23 3.17
31 SHC 3.96 3.89 3.81 3.73 3.67

TC 6.72 6.48 6.29 6.07 5.93
25 27 SHC 2.35 2.27 2.21 2.14 2.09

29 SHC 2.85 2.77 2.71 2.64 2.60
31 SHC 3.35 3.28 3.21 3.14 3.10

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.35

SPW-X185XH



COOLING CAPACITY Model Name : SPW-XDR254GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   7.3 kW Air Flow Rate : 1200 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 7.37 7.03 6.67 6.26 6.04

21 SHC 5.01 4.84 4.65 4.45 4.35
15 23 SHC 5.62 5.45 5.27 5.06 4.96

 25 SHC 6.24 6.07 5.89 5.68 5.58
27 SHC 6.85 6.68 6.50 6.26 6.04
29 SHC 7.37 7.03 6.67 6.26 6.04
31 SHC 7.37 7.03 6.67 6.26 6.04

TC 7.61 7.31 6.96 6.59 6.34
21 SHC 4.25 4.11 3.95 3.78 3.67

17 23 SHC 4.87 4.72 4.56 4.39 4.28
25 SHC 5.48 5.34 5.18 5.01 4.90
27 SHC 6.10 5.96 5.79 5.62 5.51
29 SHC 6.71 6.57 6.41 6.24 6.13
31 SHC 7.33 7.19 6.96 6.59 6.34

TC 7.88 7.60 # 7.30 6.94 6.70
21 SHC 3.49 3.37 3.24 3.09 2.97

19 23 SHC 4.11 3.99 3.86 3.70 3.59
25 SHC 4.72 4.60 4.47 4.32 4.20
27 SHC 5.34 5.22 5.09 4.94 4.82
29 SHC 5.96 5.83 5.70 5.55 5.43
31 SHC 6.57 6.45 6.32 6.17 6.05

TC 8.14 7.85 7.56 7.21 7.00
23 SHC 3.34 3.23 3.11 2.97 2.89

21 25 SHC 3.96 3.85 3.73 3.59 3.51
27 SHC 4.57 4.46 4.34 4.21 4.12
29 SHC 5.19 5.08 4.96 4.82 4.74
31 SHC 5.80 5.69 5.57 5.44 5.36

TC 8.42 8.17 7.88 7.59 7.38
23 25 SHC 3.19 3.10 3.00 2.89 2.82

27 SHC 3.81 3.72 3.61 3.51 3.44
29 SHC 4.43 4.34 4.23 4.13 4.05
31 SHC 5.04 4.95 4.85 4.74 4.67

TC 8.76 8.45 8.20 7.91 7.73
25 27 SHC 3.06 2.96 2.87 2.78 2.72

29 SHC 3.68 3.57 3.49 3.40 3.34
31 SHC 4.30 4.19 4.11 4.01 3.95

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 3.23

SPW-X255XH



COOLING CAPACITY Model Name : SPW-XDR364GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   10.6 kW Air Flow Rate : 1680 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 10.70 10.21 9.69 9.08 8.78

21 SHC 7.21 6.95 6.69 6.39 6.24
15 23 SHC 8.07 7.82 7.56 7.26 7.11

 25 SHC 8.94 8.69 8.43 8.13 7.97
27 SHC 9.81 9.55 9.29 8.99 8.78
29 SHC 10.67 10.21 9.69 9.08 8.78
31 SHC 10.70 10.21 9.69 9.08 8.78

TC 11.06 10.61 10.11 9.57 9.21
21 SHC 6.14 5.92 5.69 5.44 5.28

17 23 SHC 7.00 6.79 6.56 6.31 6.14
25 SHC 7.87 7.66 7.42 7.17 7.01
27 SHC 8.74 8.52 8.29 8.04 7.88
29 SHC 9.60 9.39 9.15 8.91 8.74
31 SHC 10.47 10.26 10.02 9.57 9.21

TC 11.45 11.03 # 10.60 10.07 9.73
21 SHC 5.06 4.88 4.69 4.46 4.30

19 23 SHC 5.93 5.75 5.56 5.33 5.16
25 SHC 6.80 6.61 6.42 6.20 6.03
27 SHC 7.66 7.48 7.29 7.06 6.89
29 SHC 8.53 8.34 8.16 7.93 7.76
31 SHC 9.40 9.21 9.02 8.79 8.63

TC 11.82 11.41 10.97 10.47 10.17
23 SHC 4.84 4.67 4.50 4.30 4.18

21 25 SHC 5.71 5.54 5.37 5.17 5.05
27 SHC 6.57 6.40 6.23 6.04 5.92
29 SHC 7.44 7.27 7.10 6.90 6.78
31 SHC 8.31 8.14 7.97 7.77 7.65

TC 12.22 11.86 11.45 11.02 10.72
23 25 SHC 4.63 4.49 4.34 4.18 4.07

27 SHC 5.49 5.36 5.20 5.05 4.94
29 SHC 6.36 6.22 6.07 5.91 5.81
31 SHC 7.22 7.09 6.94 6.78 6.67

TC 12.72 12.27 11.90 11.49 11.23
25 27 SHC 4.43 4.28 4.15 4.02 3.93

29 SHC 5.30 5.15 5.02 4.89 4.80
31 SHC 6.16 6.01 5.89 5.75 5.67

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 4.84

SPW-X365XH



COOLING CAPACITY Model Name : SPW-XDR484GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   14.0 kW Air Flow Rate : 1980 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 14.13 13.48 12.80 12.00 11.59

21 SHC 9.27 8.91 8.54 8.13 7.92
15 23 SHC 10.26 9.90 9.53 9.12 8.91

 25 SHC 11.25 10.89 10.53 10.11 9.90
27 SHC 12.24 11.89 11.52 11.10 10.89
29 SHC 13.24 12.88 12.51 12.00 11.59
31 SHC 14.13 13.48 12.80 12.00 11.59

TC 14.60 14.01 13.36 12.64 12.17
21 SHC 8.00 7.70 7.37 7.02 6.79

17 23 SHC 8.99 8.69 8.37 8.01 7.79
25 SHC 9.98 9.68 9.36 9.01 8.78
27 SHC 10.98 10.67 10.35 10.00 9.77
29 SHC 11.97 11.67 11.34 10.99 10.76
31 SHC 12.96 12.66 12.33 11.98 11.75

TC 15.12 14.57 # 14.00 13.30 12.85
21 SHC 6.72 6.47 6.21 5.89 5.65

19 23 SHC 7.72 7.46 7.20 6.88 6.64
25 SHC 8.71 8.45 8.19 7.87 7.64
27 SHC 9.70 9.44 9.18 8.87 8.63
29 SHC 10.69 10.44 10.17 9.86 9.62
31 SHC 11.68 11.43 11.16 10.85 10.61

TC 15.61 15.06 14.49 13.83 13.43
23 SHC 6.42 6.19 5.94 5.67 5.51

21 25 SHC 7.41 7.18 6.94 6.67 6.50
27 SHC 8.40 8.17 7.93 7.66 7.49
29 SHC 9.40 9.17 8.92 8.65 8.48
31 SHC 10.39 10.16 9.91 9.64 9.47

TC 16.14 15.67 15.12 14.56 14.15
23 25 SHC 6.13 5.94 5.73 5.51 5.36

27 SHC 7.12 6.93 6.72 6.50 6.35
29 SHC 8.11 7.92 7.71 7.50 7.34
31 SHC 9.10 8.91 8.70 8.49 8.33

TC 16.80 16.21 15.72 15.18 14.83
25 27 SHC 5.87 5.65 5.48 5.29 5.17

29 SHC 6.86 6.64 6.47 6.28 6.16
31 SHC 7.85 7.64 7.46 7.27 7.15

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 7.05

SPW-X485XH



COOLING CAPACITY Model Name : SPW-XDR604GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   16.0 kW Air Flow Rate : 2040 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 16.14 15.41 14.62 13.71 13.25

21 SHC 10.45 10.02 9.58 9.08 8.83
15 23 SHC 11.46 11.04 10.60 10.09 9.84

 25 SHC 12.48 12.06 11.61 11.11 10.86
27 SHC 13.50 13.07 12.63 12.13 11.88
29 SHC 14.51 14.09 13.65 13.14 12.89
31 SHC 15.53 15.10 14.62 13.71 13.25

TC 16.69 16.02 15.26 14.45 13.90
21 SHC 9.11 8.74 8.35 7.94 7.66

17 23 SHC 10.12 9.76 9.37 8.95 8.68
25 SHC 11.14 10.78 10.39 9.97 9.70
27 SHC 12.16 11.79 11.40 10.99 10.71
29 SHC 13.17 12.81 12.42 12.00 11.73
31 SHC 14.19 13.83 13.44 13.02 12.75

TC 17.28 16.66 # 16.00 15.20 14.69
21 SHC 7.76 7.45 7.13 6.75 6.47

19 23 SHC 8.78 8.47 8.15 7.77 7.49
25 SHC 9.79 9.48 9.17 8.79 8.51
27 SHC 10.81 10.50 10.18 9.80 9.52
29 SHC 11.83 11.52 11.20 10.82 10.54
31 SHC 12.84 12.53 12.22 11.84 11.56

TC 17.84 17.22 16.56 15.81 15.34
23 SHC 7.40 7.12 6.83 6.50 6.30

21 25 SHC 8.42 8.14 7.85 7.52 7.32
27 SHC 9.44 9.16 8.86 8.53 8.34
29 SHC 10.45 10.17 9.88 9.55 9.35
31 SHC 11.47 11.19 10.90 10.57 10.37

TC 18.45 17.90 17.28 16.64 16.18
23 25 SHC 7.06 6.83 6.58 6.32 6.13

27 SHC 8.08 7.85 7.59 7.34 7.15
29 SHC 9.09 8.86 8.61 8.35 8.17
31 SHC 10.11 9.88 9.62 9.37 9.18

TC 19.20 18.53 17.97 17.34 16.94
25 27 SHC 6.75 6.49 6.28 6.06 5.91

29 SHC 7.76 7.51 7.30 7.08 6.93
31 SHC 8.78 8.53 8.32 8.09 7.95

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 8.51

SPW-X605XH













































COOLING CAPACITY Model Name : SPW-SLR124GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.6 kW Air Flow Rate : 870 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.63 3.47 3.29 3.09 2.98

21 SHC 2.66 2.58 2.49 2.40 2.36
15 23 SHC 3.05 2.97 2.88 2.79 2.74

 25 SHC 3.43 3.36 3.27 3.09 2.98
27 SHC 3.63 3.47 3.29 3.09 2.98
29 SHC 3.63 3.47 3.29 3.09 2.98
31 SHC 3.63 3.47 3.29 3.09 2.98

TC 3.75 3.60 3.43 3.25 3.13
21 SHC 2.20 2.14 2.07 1.99 1.93

17 23 SHC 2.59 2.52 2.45 2.37 2.32
25 SHC 2.98 2.91 2.84 2.76 2.71
27 SHC 3.36 3.30 3.23 3.15 3.09
29 SHC 3.75 3.60 3.43 3.25 3.13
31 SHC 3.75 3.60 3.43 3.25 3.13

TC 3.89 3.75 # 3.60 3.42 3.30
21 SHC 1.75 1.69 1.63 1.56 1.51

19 23 SHC 2.14 2.08 2.02 1.95 1.90
25 SHC 2.52 2.47 2.41 2.34 2.28
27 SHC 2.91 2.86 2.79 2.73 2.67
29 SHC 3.30 3.24 3.18 3.11 3.06
31 SHC 3.69 3.63 3.57 3.42 3.30

TC 4.01 3.87 3.73 3.56 3.45
23 SHC 1.68 1.63 1.57 1.51 1.47

21 25 SHC 2.07 2.01 1.96 1.89 1.86
27 SHC 2.45 2.40 2.35 2.28 2.24
29 SHC 2.84 2.79 2.73 2.67 2.63
31 SHC 3.23 3.18 3.12 3.06 3.02

TC 4.15 4.03 3.89 3.74 3.64
23 25 SHC 1.60 1.56 1.52 1.47 1.43

27 SHC 1.99 1.95 1.90 1.85 1.82
29 SHC 2.38 2.34 2.29 2.24 2.21
31 SHC 2.77 2.73 2.68 2.63 2.59

TC 4.32 4.17 4.04 3.90 3.81
25 27 SHC 1.54 1.50 1.46 1.41 1.39

29 SHC 1.93 1.88 1.84 1.80 1.77
31 SHC 2.32 2.27 2.23 2.19 2.16

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.18



COOLING CAPACITY Model Name : SPW-SLR184GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.6 kW Air Flow Rate : 900 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.65 5.39 5.12 4.80 4.64

21 SHC 3.85 3.72 3.58 3.42 3.34
15 23 SHC 4.32 4.19 4.06 3.90 3.82

 25 SHC 4.79 4.66 4.53 4.37 4.29
27 SHC 5.27 5.14 5.00 4.80 4.64
29 SHC 5.65 5.39 5.12 4.80 4.64
31 SHC 5.65 5.39 5.12 4.80 4.64

TC 5.84 5.61 5.34 5.06 4.87
21 SHC 3.27 3.16 3.04 2.90 2.82

17 23 SHC 3.74 3.63 3.51 3.38 3.29
25 SHC 4.22 4.10 3.98 3.85 3.77
27 SHC 4.69 4.58 4.46 4.32 4.24
29 SHC 5.17 5.05 4.93 4.80 4.71
31 SHC 5.64 5.52 5.34 5.06 4.87

TC 6.05 5.83 # 5.60 5.32 5.14
21 SHC 2.69 2.59 2.49 2.37 2.29

19 23 SHC 3.16 3.07 2.97 2.85 2.76
25 SHC 3.64 3.54 3.44 3.32 3.23
27 SHC 4.11 4.01 3.91 3.80 3.71
29 SHC 4.58 4.49 4.39 4.27 4.18
31 SHC 5.06 4.96 4.86 4.74 4.66

TC 6.24 6.03 5.80 5.53 5.37
23 SHC 2.57 2.48 2.39 2.29 2.23

21 25 SHC 3.04 2.96 2.87 2.76 2.70
27 SHC 3.52 3.43 3.34 3.24 3.17
29 SHC 3.99 3.91 3.81 3.71 3.65
31 SHC 4.46 4.38 4.29 4.18 4.12

TC 6.46 6.27 6.05 5.82 5.66
23 25 SHC 2.46 2.39 2.31 2.23 2.17

27 SHC 2.93 2.86 2.78 2.70 2.64
29 SHC 3.41 3.33 3.26 3.17 3.12
31 SHC 3.88 3.81 3.73 3.65 3.59

TC 6.72 6.48 6.29 6.07 5.93
25 27 SHC 2.35 2.28 2.21 2.14 2.09

29 SHC 2.83 2.75 2.69 2.61 2.57
31 SHC 3.30 3.22 3.16 3.09 3.04

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.47



COOLING CAPACITY Model Name : SPW-SLR254GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   7.3 kW Air Flow Rate : 1200 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 7.37 7.03 6.67 6.26 6.04

21 SHC 5.02 4.85 4.67 4.46 4.36
15 23 SHC 5.64 5.46 5.28 5.08 4.98

 25 SHC 6.25 6.08 5.90 5.69 5.59
27 SHC 6.87 6.70 6.52 6.26 6.04
29 SHC 7.37 7.03 6.67 6.26 6.04
31 SHC 7.37 7.03 6.67 6.26 6.04

TC 7.61 7.31 6.96 6.59 6.34
21 SHC 4.26 4.12 3.96 3.79 3.68

17 23 SHC 4.88 4.74 4.57 4.40 4.29
25 SHC 5.50 5.35 5.19 5.02 4.91
27 SHC 6.11 5.97 5.81 5.64 5.53
29 SHC 6.73 6.59 6.42 6.25 6.14
31 SHC 7.34 7.20 6.96 6.59 6.34

TC 7.88 7.60 # 7.30 6.94 6.70
21 SHC 3.50 3.38 3.25 3.10 2.98

19 23 SHC 4.12 4.00 3.87 3.72 3.60
25 SHC 4.74 4.62 4.49 4.33 4.22
27 SHC 5.35 5.23 5.10 4.95 4.83
29 SHC 5.97 5.85 5.72 5.57 5.45
31 SHC 6.59 6.47 6.33 6.18 6.07

TC 8.14 7.85 7.56 7.21 7.00
23 SHC 3.35 3.24 3.12 2.99 2.91

21 25 SHC 3.97 3.86 3.74 3.60 3.52
27 SHC 4.59 4.47 4.36 4.22 4.14
29 SHC 5.20 5.09 4.97 4.84 4.76
31 SHC 5.82 5.71 5.59 5.45 5.37

TC 8.42 8.17 7.88 7.59 7.38
23 25 SHC 3.21 3.12 3.01 2.91 2.83

27 SHC 3.82 3.73 3.63 3.52 3.45
29 SHC 4.44 4.35 4.24 4.14 4.07
31 SHC 5.06 4.97 4.86 4.76 4.68

TC 8.76 8.45 8.20 7.91 7.73
25 27 SHC 3.08 2.97 2.89 2.80 2.74

29 SHC 3.69 3.59 3.50 3.41 3.35
31 SHC 4.31 4.21 4.12 4.03 3.97

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 3.22



COOLING CAPACITY Model Name : SPW-KR74GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.2 kW Air Flow Rate : 600 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.22 2.12 2.01 1.89 1.82

21 SHC 1.83 1.78 1.74 1.68 1.65
15 23 SHC 2.14 2.10 2.01 1.89 1.82

 25 SHC 2.22 2.12 2.01 1.89 1.82
27 SHC 2.22 2.12 2.01 1.89 1.82
29 SHC 2.22 2.12 2.01 1.89 1.82
31 SHC 2.22 2.12 2.01 1.89 1.82

TC 2.29 2.20 2.10 1.99 1.91
21 SHC 1.47 1.44 1.39 1.35 1.32

17 23 SHC 1.79 1.75 1.71 1.67 1.63
25 SHC 2.10 2.06 2.02 1.98 1.91
27 SHC 2.29 2.20 2.10 1.99 1.91
29 SHC 2.29 2.20 2.10 1.99 1.91
31 SHC 2.29 2.20 2.10 1.99 1.91

TC 2.38 2.29 # 2.20 2.09 2.02
21 SHC 1.12 1.09 1.05 1.01 0.98

19 23 SHC 1.43 1.40 1.37 1.33 1.29
25 SHC 1.75 1.72 1.68 1.64 1.61
27 SHC 2.06 2.03 2.00 1.96 1.92
29 SHC 2.38 2.29 2.20 2.09 2.02
31 SHC 2.38 2.29 2.20 2.09 2.02

TC 2.45 2.37 2.28 2.17 2.11
23 SHC 1.08 1.05 1.02 0.98 0.96

21 25 SHC 1.39 1.36 1.33 1.30 1.27
27 SHC 1.71 1.67 1.65 1.61 1.59
29 SHC 2.02 1.99 1.96 1.93 1.90
31 SHC 2.34 2.30 2.28 2.17 2.11

TC 2.54 2.46 2.38 2.29 2.22
23 25 SHC 1.04 1.01 0.98 0.96 0.94

27 SHC 1.35 1.32 1.30 1.27 1.25
29 SHC 1.67 1.64 1.61 1.59 1.57
31 SHC 1.98 1.95 1.93 1.90 1.88

TC 2.64 2.55 2.47 2.38 2.33
25 27 SHC 1.00 0.97 0.95 0.93 0.91

29 SHC 1.31 1.29 1.26 1.24 1.22
31 SHC 1.63 1.60 1.58 1.55 1.54

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.29



COOLING CAPACITY Model Name : SPW-KR94GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.8 kW Air Flow Rate : 600 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.83 2.70 2.56 2.40 2.32

21 SHC 2.10 2.04 1.98 1.91 1.87
15 23 SHC 2.42 2.36 2.29 2.23 2.19

 25 SHC 2.73 2.67 2.56 2.40 2.32
27 SHC 2.83 2.70 2.56 2.40 2.32
29 SHC 2.83 2.70 2.56 2.40 2.32
31 SHC 2.83 2.70 2.56 2.40 2.32

TC 2.92 2.80 2.67 2.53 2.43
21 SHC 1.74 1.69 1.63 1.57 1.53

17 23 SHC 2.05 2.00 1.95 1.89 1.85
25 SHC 2.37 2.32 2.26 2.20 2.16
27 SHC 2.68 2.63 2.58 2.52 2.43
29 SHC 2.92 2.80 2.67 2.53 2.43
31 SHC 2.92 2.80 2.67 2.53 2.43

TC 3.02 2.91 # 2.80 2.66 2.57
21 SHC 1.37 1.33 1.28 1.23 1.19

19 23 SHC 1.69 1.64 1.60 1.54 1.50
25 SHC 2.00 1.96 1.91 1.86 1.82
27 SHC 2.32 2.27 2.23 2.17 2.13
29 SHC 2.63 2.59 2.54 2.49 2.45
31 SHC 2.95 2.90 2.80 2.66 2.57

TC 3.12 3.01 2.90 2.77 2.69
23 SHC 1.32 1.28 1.23 1.19 1.16

21 25 SHC 1.63 1.59 1.55 1.50 1.47
27 SHC 1.95 1.91 1.86 1.82 1.79
29 SHC 2.26 2.22 2.18 2.13 2.10
31 SHC 2.58 2.54 2.49 2.45 2.42

TC 3.23 3.13 3.02 2.91 2.83
23 25 SHC 1.26 1.23 1.19 1.16 1.13

27 SHC 1.58 1.55 1.51 1.47 1.45
29 SHC 1.89 1.86 1.82 1.79 1.76
31 SHC 2.21 2.18 2.14 2.10 2.08

TC 3.36 3.24 3.14 3.04 2.97
25 27 SHC 1.21 1.18 1.15 1.12 1.10

29 SHC 1.53 1.49 1.47 1.43 1.41
31 SHC 1.84 1.81 1.78 1.75 1.72

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.83



COOLING CAPACITY Model Name : SPW-KR124GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.6 kW Air Flow Rate : 600 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.63 3.47 3.29 3.09 2.98

21 SHC 2.50 2.42 2.33 2.23 2.18
15 23 SHC 2.82 2.73 2.64 2.55 2.50

 25 SHC 3.13 3.05 2.96 2.86 2.81
27 SHC 3.44 3.36 3.27 3.09 2.98
29 SHC 3.63 3.47 3.29 3.09 2.98
31 SHC 3.63 3.47 3.29 3.09 2.98

TC 3.75 3.60 3.43 3.25 3.13
21 SHC 2.12 2.05 1.97 1.89 1.83

17 23 SHC 2.43 2.36 2.29 2.20 2.14
25 SHC 2.75 2.67 2.60 2.52 2.46
27 SHC 3.06 2.99 2.91 2.83 2.77
29 SHC 3.37 3.30 3.23 3.15 3.09
31 SHC 3.69 3.60 3.43 3.25 3.13

TC 3.89 3.75 # 3.60 3.42 3.30
21 SHC 1.73 1.67 1.61 1.54 1.48

19 23 SHC 2.05 1.99 1.93 1.85 1.79
25 SHC 2.36 2.30 2.24 2.17 2.11
27 SHC 2.68 2.62 2.55 2.48 2.42
29 SHC 2.99 2.93 2.87 2.80 2.74
31 SHC 3.31 3.25 3.18 3.11 3.05

TC 4.01 3.87 3.73 3.56 3.45
23 SHC 1.66 1.61 1.55 1.48 1.44

21 25 SHC 1.98 1.92 1.86 1.79 1.76
27 SHC 2.29 2.24 2.18 2.11 2.07
29 SHC 2.61 2.55 2.49 2.42 2.38
31 SHC 2.92 2.87 2.81 2.74 2.70

TC 4.15 4.03 3.89 3.74 3.64
23 25 SHC 1.59 1.54 1.49 1.44 1.40

27 SHC 1.90 1.86 1.81 1.75 1.72
29 SHC 2.22 2.17 2.12 2.07 2.03
31 SHC 2.53 2.49 2.44 2.38 2.35

TC 4.32 4.17 4.04 3.90 3.81
25 27 SHC 1.52 1.47 1.43 1.39 1.36

29 SHC 1.84 1.79 1.75 1.70 1.67
31 SHC 2.15 2.10 2.06 2.02 1.99

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.54



COOLING CAPACITY Model Name : SPW-KR164GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   4.5 kW Air Flow Rate : 720 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 4.54 4.33 4.11 3.86 3.73

21 SHC 3.06 2.96 2.85 2.72 2.65
15 23 SHC 3.43 3.33 3.21 3.09 3.02

 25 SHC 3.80 3.69 3.58 3.45 3.39
27 SHC 4.16 4.06 3.95 3.82 3.73
29 SHC 4.53 4.33 4.11 3.86 3.73
31 SHC 4.54 4.33 4.11 3.86 3.73

TC 4.69 4.50 4.29 4.06 3.91
21 SHC 2.62 2.52 2.42 2.32 2.25

17 23 SHC 2.98 2.89 2.79 2.68 2.61
25 SHC 3.35 3.25 3.16 3.05 2.98
27 SHC 3.71 3.62 3.52 3.41 3.35
29 SHC 4.08 3.99 3.89 3.78 3.71
31 SHC 4.45 4.35 4.25 4.06 3.91

TC 4.86 4.68 # 4.50 4.28 4.13
21 SHC 2.16 2.08 2.00 1.91 1.84

19 23 SHC 2.53 2.45 2.37 2.27 2.20
25 SHC 2.89 2.82 2.74 2.64 2.57
27 SHC 3.26 3.18 3.10 3.01 2.93
29 SHC 3.63 3.55 3.47 3.37 3.30
31 SHC 3.99 3.91 3.83 3.74 3.67

TC 5.02 4.84 4.66 4.45 4.32
23 SHC 2.07 1.99 1.92 1.84 1.79

21 25 SHC 2.44 2.36 2.29 2.20 2.15
27 SHC 2.80 2.73 2.66 2.57 2.52
29 SHC 3.17 3.09 3.02 2.94 2.89
31 SHC 3.53 3.46 3.39 3.30 3.25

TC 5.19 5.04 4.86 4.68 4.55
23 25 SHC 1.98 1.92 1.85 1.79 1.74

27 SHC 2.34 2.28 2.22 2.15 2.11
29 SHC 2.71 2.65 2.59 2.52 2.47
31 SHC 3.07 3.02 2.95 2.89 2.84

TC 5.40 5.21 5.05 4.88 4.77
25 27 SHC 1.89 1.83 1.78 1.72 1.68

29 SHC 2.26 2.20 2.15 2.09 2.05
31 SHC 2.63 2.56 2.51 2.45 2.42

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.05



COOLING CAPACITY Model Name : SPW-KR184GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.6 kW Air Flow Rate : 720 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.65 5.39 5.12 4.80 4.64

21 SHC 3.68 3.53 3.38 3.20 3.12
15 23 SHC 4.04 3.90 3.75 3.57 3.48

 25 SHC 4.41 4.26 4.11 3.94 3.85
27 SHC 4.77 4.63 4.48 4.30 4.22
29 SHC 5.14 4.99 4.84 4.67 4.58
31 SHC 5.51 5.36 5.12 4.80 4.64

TC 5.84 5.61 5.34 5.06 4.87
21 SHC 3.20 3.07 2.94 2.79 2.70

17 23 SHC 3.57 3.44 3.31 3.16 3.07
25 SHC 3.93 3.80 3.67 3.53 3.43
27 SHC 4.30 4.17 4.04 3.89 3.80
29 SHC 4.67 4.54 4.40 4.26 4.17
31 SHC 5.03 4.90 4.77 4.62 4.53

TC 6.05 5.83 # 5.60 5.32 5.14
21 SHC 2.72 2.61 2.50 2.37 2.28

19 23 SHC 3.09 2.98 2.87 2.74 2.64
25 SHC 3.45 3.35 3.24 3.10 3.01
27 SHC 3.82 3.71 3.60 3.47 3.37
29 SHC 4.19 4.08 3.97 3.84 3.74
31 SHC 4.55 4.44 4.33 4.20 4.11

TC 6.24 6.03 5.80 5.53 5.37
23 SHC 2.59 2.50 2.40 2.28 2.21

21 25 SHC 2.96 2.87 2.76 2.65 2.58
27 SHC 3.33 3.23 3.13 3.02 2.95
29 SHC 3.69 3.60 3.50 3.38 3.31
31 SHC 4.06 3.96 3.86 3.75 3.68

TC 6.46 6.27 6.05 5.82 5.66
23 25 SHC 2.48 2.40 2.31 2.22 2.16

27 SHC 2.84 2.76 2.68 2.59 2.52
29 SHC 3.21 3.13 3.04 2.95 2.89
31 SHC 3.58 3.49 3.41 3.32 3.25

TC 6.72 6.48 6.29 6.07 5.93
25 27 SHC 2.37 2.28 2.21 2.13 2.08

29 SHC 2.73 2.65 2.57 2.49 2.45
31 SHC 3.10 3.01 2.94 2.86 2.81

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.93



COOLING CAPACITY Model Name : SPW-KR254GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   7.3 kW Air Flow Rate : 960 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 7.37 7.03 6.67 6.26 6.04

21 SHC 4.81 4.62 4.43 4.20 4.09
15 23 SHC 5.31 5.12 4.92 4.70 4.59

 25 SHC 5.80 5.61 5.41 5.19 5.08
27 SHC 6.29 6.11 5.91 5.68 5.58
29 SHC 6.79 6.60 6.40 6.18 6.04
31 SHC 7.28 7.03 6.67 6.26 6.04

TC 7.61 7.31 6.96 6.59 6.34
21 SHC 4.17 4.02 3.84 3.65 3.53

17 23 SHC 4.67 4.51 4.33 4.15 4.03
25 SHC 5.16 5.00 4.83 4.64 4.52
27 SHC 5.65 5.50 5.32 5.13 5.02
29 SHC 6.15 5.99 5.81 5.63 5.51
31 SHC 6.64 6.48 6.31 6.12 6.00

TC 7.88 7.60 # 7.30 6.94 6.70
21 SHC 3.53 3.40 3.25 3.09 2.96

19 23 SHC 4.02 3.89 3.75 3.58 3.46
25 SHC 4.52 4.38 4.24 4.08 3.95
27 SHC 5.01 4.88 4.74 4.57 4.44
29 SHC 5.51 5.37 5.23 5.06 4.94
31 SHC 6.00 5.87 5.72 5.56 5.43

TC 8.14 7.85 7.56 7.21 7.00
23 SHC 3.37 3.25 3.12 2.97 2.88

21 25 SHC 3.86 3.74 3.61 3.46 3.38
27 SHC 4.36 4.24 4.11 3.96 3.87
29 SHC 4.85 4.73 4.60 4.45 4.36
31 SHC 5.35 5.22 5.09 4.95 4.86

TC 8.42 8.17 7.88 7.59 7.38
23 25 SHC 3.22 3.12 3.00 2.89 2.81

27 SHC 3.71 3.61 3.50 3.38 3.30
29 SHC 4.20 4.11 3.99 3.88 3.80
31 SHC 4.70 4.60 4.48 4.37 4.29

TC 8.76 8.45 8.20 7.91 7.73
25 27 SHC 3.08 2.97 2.87 2.77 2.71

29 SHC 3.57 3.46 3.37 3.27 3.20
31 SHC 4.07 3.95 3.86 3.76 3.70

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 3.74



COOLING CAPACITY Model Name : SPW-FR74GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.2 kW Air Flow Rate : 420 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.22 2.12 2.01 1.89 1.82

21 SHC 1.63 1.58 1.53 1.47 1.44
15 23 SHC 1.86 1.81 1.76 1.71 1.67

 25 SHC 2.10 2.05 2.00 1.89 1.82
27 SHC 2.22 2.12 2.01 1.89 1.82
29 SHC 2.22 2.12 2.01 1.89 1.82
31 SHC 2.22 2.12 2.01 1.89 1.82

TC 2.29 2.20 2.10 1.99 1.91
21 SHC 1.35 1.31 1.26 1.22 1.18

17 23 SHC 1.58 1.54 1.50 1.45 1.42
25 SHC 1.82 1.78 1.74 1.69 1.66
27 SHC 2.06 2.02 1.97 1.93 1.89
29 SHC 2.29 2.20 2.10 1.99 1.91
31 SHC 2.29 2.20 2.10 1.99 1.91

TC 2.38 2.29 # 2.20 2.09 2.02
21 SHC 1.07 1.04 1.00 0.96 0.92

19 23 SHC 1.31 1.27 1.24 1.20 1.16
25 SHC 1.54 1.51 1.47 1.43 1.40
27 SHC 1.78 1.75 1.71 1.67 1.63
29 SHC 2.02 1.98 1.95 1.91 1.87
31 SHC 2.25 2.22 2.18 2.09 2.02

TC 2.45 2.37 2.28 2.17 2.11
23 SHC 1.03 0.99 0.96 0.93 0.90

21 25 SHC 1.26 1.23 1.20 1.16 1.14
27 SHC 1.50 1.47 1.44 1.40 1.37
29 SHC 1.74 1.70 1.67 1.64 1.61
31 SHC 1.97 1.94 1.91 1.87 1.85

TC 2.54 2.46 2.38 2.29 2.22
23 25 SHC 0.98 0.96 0.93 0.90 0.88

27 SHC 1.22 1.19 1.17 1.14 1.12
29 SHC 1.46 1.43 1.40 1.38 1.35
31 SHC 1.69 1.67 1.64 1.61 1.59

TC 2.64 2.55 2.47 2.38 2.33
25 27 SHC 0.95 0.92 0.89 0.87 0.85

29 SHC 1.18 1.15 1.13 1.11 1.09
31 SHC 1.42 1.39 1.37 1.34 1.32

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.72



COOLING CAPACITY Model Name : SPW-FR94GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.8 kW Air Flow Rate : 420 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.83 2.70 2.56 2.40 2.32

21 SHC 1.93 1.86 1.79 1.72 1.68
15 23 SHC 2.16 2.10 2.03 1.95 1.91

 25 SHC 2.40 2.33 2.26 2.19 2.15
27 SHC 2.63 2.57 2.50 2.40 2.32
29 SHC 2.83 2.70 2.56 2.40 2.32
31 SHC 2.83 2.70 2.56 2.40 2.32

TC 2.92 2.80 2.67 2.53 2.43
21 SHC 1.63 1.58 1.52 1.46 1.41

17 23 SHC 1.87 1.82 1.76 1.69 1.65
25 SHC 2.11 2.05 1.99 1.93 1.88
27 SHC 2.34 2.29 2.23 2.17 2.12
29 SHC 2.58 2.53 2.47 2.40 2.36
31 SHC 2.82 2.76 2.67 2.53 2.43

TC 3.02 2.91 # 2.80 2.66 2.57
21 SHC 1.34 1.30 1.25 1.19 1.15

19 23 SHC 1.58 1.54 1.49 1.43 1.38
25 SHC 1.82 1.77 1.72 1.66 1.62
27 SHC 2.05 2.01 1.96 1.90 1.86
29 SHC 2.29 2.25 2.20 2.14 2.09
31 SHC 2.53 2.48 2.43 2.37 2.33

TC 3.12 3.01 2.90 2.77 2.69
23 SHC 1.29 1.24 1.20 1.15 1.12

21 25 SHC 1.53 1.48 1.43 1.38 1.35
27 SHC 1.76 1.72 1.67 1.62 1.59
29 SHC 2.00 1.95 1.91 1.86 1.83
31 SHC 2.24 2.19 2.14 2.09 2.06

TC 3.23 3.13 3.02 2.91 2.83
23 25 SHC 1.23 1.20 1.16 1.12 1.09

27 SHC 1.47 1.43 1.39 1.36 1.33
29 SHC 1.71 1.67 1.63 1.59 1.56
31 SHC 1.94 1.91 1.87 1.83 1.80

TC 3.36 3.24 3.14 3.04 2.97
25 27 SHC 1.18 1.14 1.11 1.07 1.05

29 SHC 1.42 1.38 1.35 1.31 1.29
31 SHC 1.65 1.61 1.58 1.55 1.52

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.23



COOLING CAPACITY Model Name : SPW-FR124GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.6 kW Air Flow Rate : 540 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.63 3.47 3.29 3.09 2.98

21 SHC 2.45 2.37 2.27 2.17 2.12
15 23 SHC 2.74 2.66 2.56 2.47 2.42

 25 SHC 3.04 2.95 2.86 2.76 2.71
27 SHC 3.33 3.24 3.15 3.05 2.98
29 SHC 3.62 3.47 3.29 3.09 2.98
31 SHC 3.63 3.47 3.29 3.09 2.98

TC 3.75 3.60 3.43 3.25 3.13
21 SHC 2.09 2.02 1.94 1.85 1.79

17 23 SHC 2.38 2.31 2.23 2.14 2.09
25 SHC 2.67 2.60 2.52 2.44 2.38
27 SHC 2.96 2.89 2.81 2.73 2.67
29 SHC 3.26 3.18 3.11 3.02 2.96
31 SHC 3.55 3.48 3.40 3.25 3.13

TC 3.89 3.75 # 3.60 3.42 3.30
21 SHC 1.73 1.67 1.60 1.53 1.47

19 23 SHC 2.02 1.96 1.89 1.82 1.76
25 SHC 2.31 2.25 2.18 2.11 2.05
27 SHC 2.60 2.54 2.48 2.40 2.34
29 SHC 2.90 2.84 2.77 2.69 2.64
31 SHC 3.19 3.13 3.06 2.99 2.93

TC 4.01 3.87 3.73 3.56 3.45
23 SHC 1.65 1.60 1.54 1.47 1.43

21 25 SHC 1.95 1.89 1.83 1.76 1.72
27 SHC 2.24 2.18 2.12 2.05 2.01
29 SHC 2.53 2.47 2.41 2.34 2.30
31 SHC 2.82 2.77 2.70 2.64 2.60

TC 4.15 4.03 3.89 3.74 3.64
23 25 SHC 1.58 1.53 1.48 1.43 1.39

27 SHC 1.87 1.82 1.77 1.72 1.68
29 SHC 2.16 2.12 2.07 2.01 1.97
31 SHC 2.45 2.41 2.36 2.30 2.27

TC 4.32 4.17 4.04 3.90 3.81
25 27 SHC 1.51 1.46 1.42 1.37 1.34

29 SHC 1.80 1.75 1.71 1.66 1.63
31 SHC 2.10 2.05 2.00 1.96 1.93

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.64



COOLING CAPACITY Model Name : SPW-FR184GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.6 kW Air Flow Rate : 900 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.65 5.39 5.12 4.80 4.64

21 SHC 3.87 3.74 3.61 3.45 3.37
15 23 SHC 4.35 4.22 4.09 3.93 3.85

 25 SHC 4.84 4.71 4.58 4.42 4.34
27 SHC 5.32 5.19 5.06 4.80 4.64
29 SHC 5.65 5.39 5.12 4.80 4.64
31 SHC 5.65 5.39 5.12 4.80 4.64

TC 5.84 5.61 5.34 5.06 4.87
21 SHC 3.28 3.17 3.05 2.92 2.83

17 23 SHC 3.77 3.65 3.53 3.40 3.32
25 SHC 4.25 4.14 4.02 3.89 3.80
27 SHC 4.74 4.62 4.50 4.37 4.29
29 SHC 5.22 5.11 4.99 4.86 4.77
31 SHC 5.71 5.59 5.34 5.06 4.87

TC 6.05 5.83 # 5.60 5.32 5.14
21 SHC 2.69 2.59 2.50 2.38 2.29

19 23 SHC 3.18 3.08 2.98 2.86 2.78
25 SHC 3.66 3.56 3.46 3.35 3.26
27 SHC 4.14 4.05 3.95 3.83 3.75
29 SHC 4.63 4.53 4.43 4.32 4.23
31 SHC 5.11 5.02 4.92 4.80 4.71

TC 6.24 6.03 5.80 5.53 5.37
23 SHC 2.57 2.49 2.40 2.29 2.23

21 25 SHC 3.06 2.97 2.88 2.78 2.72
27 SHC 3.54 3.46 3.37 3.26 3.20
29 SHC 4.02 3.94 3.85 3.75 3.68
31 SHC 4.51 4.43 4.33 4.23 4.17

TC 6.46 6.27 6.05 5.82 5.66
23 25 SHC 2.46 2.39 2.31 2.23 2.17

27 SHC 2.95 2.87 2.80 2.72 2.66
29 SHC 3.43 3.36 3.28 3.20 3.14
31 SHC 3.91 3.84 3.77 3.68 3.63

TC 6.72 6.48 6.29 6.07 5.93
25 27 SHC 2.36 2.28 2.22 2.14 2.10

29 SHC 2.84 2.76 2.70 2.63 2.58
31 SHC 3.33 3.25 3.18 3.11 3.07

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.41



COOLING CAPACITY Model Name : SPW-FR254GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   7.1 kW Air Flow Rate : 1020 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 7.16 6.84 6.49 6.08 5.88

21 SHC 4.75 4.57 4.39 4.19 4.08
15 23 SHC 5.29 5.11 4.93 4.73 4.62

 25 SHC 5.82 5.65 5.47 5.26 5.16
27 SHC 6.36 6.19 6.00 5.80 5.70
29 SHC 6.90 6.72 6.49 6.08 5.88
31 SHC 7.16 6.84 6.49 6.08 5.88

TC 7.41 7.11 6.77 6.41 6.17
21 SHC 4.07 3.93 3.77 3.59 3.48

17 23 SHC 4.61 4.47 4.30 4.13 4.02
25 SHC 5.15 5.00 4.84 4.67 4.56
27 SHC 5.69 5.54 5.38 5.21 5.09
29 SHC 6.22 6.08 5.92 5.74 5.63
31 SHC 6.76 6.62 6.45 6.28 6.17

TC 7.67 7.39 # 7.10 6.75 6.52
21 SHC 3.40 3.27 3.14 2.98 2.86

19 23 SHC 3.93 3.81 3.68 3.52 3.40
25 SHC 4.47 4.34 4.21 4.06 3.94
27 SHC 5.01 4.88 4.75 4.59 4.48
29 SHC 5.55 5.42 5.29 5.13 5.01
31 SHC 6.09 5.96 5.83 5.67 5.55

TC 7.92 7.64 7.35 7.01 6.81
23 SHC 3.24 3.13 3.01 2.87 2.79

21 25 SHC 3.78 3.66 3.54 3.41 3.33
27 SHC 4.32 4.20 4.08 3.95 3.87
29 SHC 4.86 4.74 4.62 4.49 4.40
31 SHC 5.39 5.28 5.16 5.03 4.94

TC 8.19 7.94 7.67 7.38 7.18
23 25 SHC 3.09 3.00 2.90 2.79 2.72

27 SHC 3.63 3.54 3.44 3.33 3.26
29 SHC 4.17 4.08 3.97 3.87 3.79
31 SHC 4.71 4.62 4.51 4.40 4.33

TC 8.52 8.22 7.97 7.70 7.52
25 27 SHC 2.96 2.86 2.77 2.68 2.62

29 SHC 3.50 3.40 3.31 3.22 3.16
31 SHC 4.04 3.94 3.85 3.75 3.70

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 3.44



COOLING CAPACITY Model Name : SPW-FMR74GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.2 kW Air Flow Rate : 420 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.22 2.12 2.01 1.89 1.82

21 SHC 1.63 1.58 1.53 1.47 1.44
15 23 SHC 1.86 1.81 1.76 1.71 1.67

 25 SHC 2.10 2.05 2.00 1.89 1.82
27 SHC 2.22 2.12 2.01 1.89 1.82
29 SHC 2.22 2.12 2.01 1.89 1.82
31 SHC 2.22 2.12 2.01 1.89 1.82

TC 2.29 2.20 2.10 1.99 1.91
21 SHC 1.35 1.31 1.26 1.22 1.18

17 23 SHC 1.58 1.54 1.50 1.45 1.42
25 SHC 1.82 1.78 1.74 1.69 1.66
27 SHC 2.06 2.02 1.97 1.93 1.89
29 SHC 2.29 2.20 2.10 1.99 1.91
31 SHC 2.29 2.20 2.10 1.99 1.91

TC 2.38 2.29 # 2.20 2.09 2.02
21 SHC 1.07 1.04 1.00 0.96 0.92

19 23 SHC 1.31 1.27 1.24 1.20 1.16
25 SHC 1.54 1.51 1.47 1.43 1.40
27 SHC 1.78 1.75 1.71 1.67 1.63
29 SHC 2.02 1.98 1.95 1.91 1.87
31 SHC 2.25 2.22 2.18 2.09 2.02

TC 2.45 2.37 2.28 2.17 2.11
23 SHC 1.03 0.99 0.96 0.93 0.90

21 25 SHC 1.26 1.23 1.20 1.16 1.14
27 SHC 1.50 1.47 1.44 1.40 1.37
29 SHC 1.74 1.70 1.67 1.64 1.61
31 SHC 1.97 1.94 1.91 1.87 1.85

TC 2.54 2.46 2.38 2.29 2.22
23 25 SHC 0.98 0.96 0.93 0.90 0.88

27 SHC 1.22 1.19 1.17 1.14 1.12
29 SHC 1.46 1.43 1.40 1.38 1.35
31 SHC 1.69 1.67 1.64 1.61 1.59

TC 2.64 2.55 2.47 2.38 2.33
25 27 SHC 0.95 0.92 0.89 0.87 0.85

29 SHC 1.18 1.15 1.13 1.11 1.09
31 SHC 1.42 1.39 1.37 1.34 1.32

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.72



COOLING CAPACITY Model Name : SPW-FMR94GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.8 kW Air Flow Rate : 420 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.83 2.70 2.56 2.40 2.32

21 SHC 1.93 1.86 1.79 1.72 1.68
15 23 SHC 2.16 2.10 2.03 1.95 1.91

 25 SHC 2.40 2.33 2.26 2.19 2.15
27 SHC 2.63 2.57 2.50 2.40 2.32
29 SHC 2.83 2.70 2.56 2.40 2.32
31 SHC 2.83 2.70 2.56 2.40 2.32

TC 2.92 2.80 2.67 2.53 2.43
21 SHC 1.63 1.58 1.52 1.46 1.41

17 23 SHC 1.87 1.82 1.76 1.69 1.65
25 SHC 2.11 2.05 1.99 1.93 1.88
27 SHC 2.34 2.29 2.23 2.17 2.12
29 SHC 2.58 2.53 2.47 2.40 2.36
31 SHC 2.82 2.76 2.67 2.53 2.43

TC 3.02 2.91 # 2.80 2.66 2.57
21 SHC 1.34 1.30 1.25 1.19 1.15

19 23 SHC 1.58 1.54 1.49 1.43 1.38
25 SHC 1.82 1.77 1.72 1.66 1.62
27 SHC 2.05 2.01 1.96 1.90 1.86
29 SHC 2.29 2.25 2.20 2.14 2.09
31 SHC 2.53 2.48 2.43 2.37 2.33

TC 3.12 3.01 2.90 2.77 2.69
23 SHC 1.29 1.24 1.20 1.15 1.12

21 25 SHC 1.53 1.48 1.43 1.38 1.35
27 SHC 1.76 1.72 1.67 1.62 1.59
29 SHC 2.00 1.95 1.91 1.86 1.83
31 SHC 2.24 2.19 2.14 2.09 2.06

TC 3.23 3.13 3.02 2.91 2.83
23 25 SHC 1.23 1.20 1.16 1.12 1.09

27 SHC 1.47 1.43 1.39 1.36 1.33
29 SHC 1.71 1.67 1.63 1.59 1.56
31 SHC 1.94 1.91 1.87 1.83 1.80

TC 3.36 3.24 3.14 3.04 2.97
25 27 SHC 1.18 1.14 1.11 1.07 1.05

29 SHC 1.42 1.38 1.35 1.31 1.29
31 SHC 1.65 1.61 1.58 1.55 1.52

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.23



COOLING CAPACITY Model Name : SPW-FMR124GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.6 kW Air Flow Rate : 540 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.63 3.47 3.29 3.09 2.98

21 SHC 2.45 2.37 2.27 2.17 2.12
15 23 SHC 2.74 2.66 2.56 2.47 2.42

 25 SHC 3.04 2.95 2.86 2.76 2.71
27 SHC 3.33 3.24 3.15 3.05 2.98
29 SHC 3.62 3.47 3.29 3.09 2.98
31 SHC 3.63 3.47 3.29 3.09 2.98

TC 3.75 3.60 3.43 3.25 3.13
21 SHC 2.09 2.02 1.94 1.85 1.79

17 23 SHC 2.38 2.31 2.23 2.14 2.09
25 SHC 2.67 2.60 2.52 2.44 2.38
27 SHC 2.96 2.89 2.81 2.73 2.67
29 SHC 3.26 3.18 3.11 3.02 2.96
31 SHC 3.55 3.48 3.40 3.25 3.13

TC 3.89 3.75 # 3.60 3.42 3.30
21 SHC 1.73 1.67 1.60 1.53 1.47

19 23 SHC 2.02 1.96 1.89 1.82 1.76
25 SHC 2.31 2.25 2.18 2.11 2.05
27 SHC 2.60 2.54 2.48 2.40 2.34
29 SHC 2.90 2.84 2.77 2.69 2.64
31 SHC 3.19 3.13 3.06 2.99 2.93

TC 4.01 3.87 3.73 3.56 3.45
23 SHC 1.65 1.60 1.54 1.47 1.43

21 25 SHC 1.95 1.89 1.83 1.76 1.72
27 SHC 2.24 2.18 2.12 2.05 2.01
29 SHC 2.53 2.47 2.41 2.34 2.30
31 SHC 2.82 2.77 2.70 2.64 2.60

TC 4.15 4.03 3.89 3.74 3.64
23 25 SHC 1.58 1.53 1.48 1.43 1.39

27 SHC 1.87 1.82 1.77 1.72 1.68
29 SHC 2.16 2.12 2.07 2.01 1.97
31 SHC 2.45 2.41 2.36 2.30 2.27

TC 4.32 4.17 4.04 3.90 3.81
25 27 SHC 1.51 1.46 1.42 1.37 1.34

29 SHC 1.80 1.75 1.71 1.66 1.63
31 SHC 2.10 2.05 2.00 1.96 1.93

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.64



COOLING CAPACITY Model Name : SPW-FMR164GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   4.5 kW Air Flow Rate : 900 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 4.54 4.33 4.11 3.86 3.73

21 SHC 3.32 3.23 3.12 3.01 2.94
15 23 SHC 3.80 3.71 3.61 3.49 3.43

 25 SHC 4.29 4.20 4.09 3.86 3.73
27 SHC 4.54 4.33 4.11 3.86 3.73
29 SHC 4.54 4.33 4.11 3.86 3.73
31 SHC 4.54 4.33 4.11 3.86 3.73

TC 4.69 4.50 4.29 4.06 3.91
21 SHC 2.76 2.67 2.58 2.48 2.42

17 23 SHC 3.24 3.16 3.07 2.97 2.90
25 SHC 3.73 3.64 3.55 3.45 3.39
27 SHC 4.21 4.13 4.04 3.94 3.87
29 SHC 4.69 4.50 4.29 4.06 3.91
31 SHC 4.69 4.50 4.29 4.06 3.91

TC 4.86 4.68 # 4.50 4.28 4.13
21 SHC 2.19 2.12 2.04 1.96 1.89

19 23 SHC 2.67 2.60 2.53 2.44 2.37
25 SHC 3.16 3.09 3.01 2.92 2.86
27 SHC 3.64 3.57 3.50 3.41 3.34
29 SHC 4.13 4.06 3.98 3.89 3.83
31 SHC 4.61 4.54 4.47 4.28 4.13

TC 5.02 4.84 4.66 4.45 4.32
23 SHC 2.10 2.03 1.97 1.89 1.84

21 25 SHC 2.58 2.52 2.45 2.37 2.33
27 SHC 3.07 3.00 2.94 2.86 2.81
29 SHC 3.55 3.48 3.42 3.34 3.29
31 SHC 4.04 3.97 3.91 3.83 3.78

TC 5.19 5.04 4.86 4.68 4.55
23 25 SHC 2.01 1.96 1.90 1.84 1.79

27 SHC 2.49 2.44 2.38 2.32 2.28
29 SHC 2.98 2.93 2.87 2.81 2.76
31 SHC 3.46 3.41 3.35 3.29 3.25

TC 5.40 5.21 5.05 4.88 4.77
25 27 SHC 1.93 1.87 1.83 1.77 1.74

29 SHC 2.41 2.36 2.31 2.26 2.22
31 SHC 2.90 2.84 2.80 2.74 2.71

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.46



COOLING CAPACITY Model Name : SPW-FMR184GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.6 kW Air Flow Rate : 900 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.65 5.39 5.12 4.80 4.64

21 SHC 3.87 3.74 3.61 3.45 3.37
15 23 SHC 4.35 4.22 4.09 3.93 3.85

 25 SHC 4.84 4.71 4.58 4.42 4.34
27 SHC 5.32 5.19 5.06 4.80 4.64
29 SHC 5.65 5.39 5.12 4.80 4.64
31 SHC 5.65 5.39 5.12 4.80 4.64

TC 5.84 5.61 5.34 5.06 4.87
21 SHC 3.28 3.17 3.05 2.92 2.83

17 23 SHC 3.77 3.65 3.53 3.40 3.32
25 SHC 4.25 4.14 4.02 3.89 3.80
27 SHC 4.74 4.62 4.50 4.37 4.29
29 SHC 5.22 5.11 4.99 4.86 4.77
31 SHC 5.71 5.59 5.34 5.06 4.87

TC 6.05 5.83 # 5.60 5.32 5.14
21 SHC 2.69 2.59 2.50 2.38 2.29

19 23 SHC 3.18 3.08 2.98 2.86 2.78
25 SHC 3.66 3.56 3.46 3.35 3.26
27 SHC 4.14 4.05 3.95 3.83 3.75
29 SHC 4.63 4.53 4.43 4.32 4.23
31 SHC 5.11 5.02 4.92 4.80 4.71

TC 6.24 6.03 5.80 5.53 5.37
23 SHC 2.57 2.49 2.40 2.29 2.23

21 25 SHC 3.06 2.97 2.88 2.78 2.72
27 SHC 3.54 3.46 3.37 3.26 3.20
29 SHC 4.02 3.94 3.85 3.75 3.68
31 SHC 4.51 4.43 4.33 4.23 4.17

TC 6.46 6.27 6.05 5.82 5.66
23 25 SHC 2.46 2.39 2.31 2.23 2.17

27 SHC 2.95 2.87 2.80 2.72 2.66
29 SHC 3.43 3.36 3.28 3.20 3.14
31 SHC 3.91 3.84 3.77 3.68 3.63

TC 6.72 6.48 6.29 6.07 5.93
25 27 SHC 2.36 2.28 2.22 2.14 2.10

29 SHC 2.84 2.76 2.70 2.63 2.58
31 SHC 3.33 3.25 3.18 3.11 3.07

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.41



COOLING CAPACITY Model Name : SPW-FMR254GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   7.1 kW Air Flow Rate : 1020 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 7.16 6.84 6.49 6.08 5.88

21 SHC 4.75 4.57 4.39 4.19 4.08
15 23 SHC 5.29 5.11 4.93 4.73 4.62

 25 SHC 5.82 5.65 5.47 5.26 5.16
27 SHC 6.36 6.19 6.00 5.80 5.70
29 SHC 6.90 6.72 6.49 6.08 5.88
31 SHC 7.16 6.84 6.49 6.08 5.88

TC 7.41 7.11 6.77 6.41 6.17
21 SHC 4.07 3.93 3.77 3.59 3.48

17 23 SHC 4.61 4.47 4.30 4.13 4.02
25 SHC 5.15 5.00 4.84 4.67 4.56
27 SHC 5.69 5.54 5.38 5.21 5.09
29 SHC 6.22 6.08 5.92 5.74 5.63
31 SHC 6.76 6.62 6.45 6.28 6.17

TC 7.67 7.39 # 7.10 6.75 6.52
21 SHC 3.40 3.27 3.14 2.98 2.86

19 23 SHC 3.93 3.81 3.68 3.52 3.40
25 SHC 4.47 4.34 4.21 4.06 3.94
27 SHC 5.01 4.88 4.75 4.59 4.48
29 SHC 5.55 5.42 5.29 5.13 5.01
31 SHC 6.09 5.96 5.83 5.67 5.55

TC 7.92 7.64 7.35 7.01 6.81
23 SHC 3.24 3.13 3.01 2.87 2.79

21 25 SHC 3.78 3.66 3.54 3.41 3.33
27 SHC 4.32 4.20 4.08 3.95 3.87
29 SHC 4.86 4.74 4.62 4.49 4.40
31 SHC 5.39 5.28 5.16 5.03 4.94

TC 8.19 7.94 7.67 7.38 7.18
23 25 SHC 3.09 3.00 2.90 2.79 2.72

27 SHC 3.63 3.54 3.44 3.33 3.26
29 SHC 4.17 4.08 3.97 3.87 3.79
31 SHC 4.71 4.62 4.51 4.40 4.33

TC 8.52 8.22 7.97 7.70 7.52
25 27 SHC 2.96 2.86 2.77 2.68 2.62

29 SHC 3.50 3.40 3.31 3.22 3.16
31 SHC 4.04 3.94 3.85 3.75 3.70

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 3.44



COOLING CAPACITY Model Name : SPW-DR254GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   7.3 kW Air Flow Rate : 1380 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 7.37 7.03 6.67 6.26 6.04

21 SHC 5.19 5.03 4.85 4.66 4.56
15 23 SHC 5.92 5.76 5.59 5.39 5.29

 25 SHC 6.66 6.49 6.32 6.12 6.03
27 SHC 7.37 7.03 6.67 6.26 6.04
29 SHC 7.37 7.03 6.67 6.26 6.04
31 SHC 7.37 7.03 6.67 6.26 6.04

TC 7.61 7.31 6.96 6.59 6.34
21 SHC 4.31 4.18 4.02 3.86 3.76

17 23 SHC 5.05 4.91 4.76 4.60 4.49
25 SHC 5.78 5.65 5.49 5.33 5.22
27 SHC 6.51 6.38 6.22 6.06 5.96
29 SHC 7.25 7.11 6.96 6.59 6.34
31 SHC 7.61 7.31 6.96 6.59 6.34

TC 7.88 7.60 # 7.30 6.94 6.70
21 SHC 3.44 3.32 3.20 3.05 2.94

19 23 SHC 4.17 4.05 3.93 3.79 3.67
25 SHC 4.90 4.79 4.66 4.52 4.41
27 SHC 5.64 5.52 5.40 5.25 5.14
29 SHC 6.37 6.25 6.13 5.98 5.87
31 SHC 7.10 6.99 6.86 6.72 6.61

TC 8.14 7.85 7.56 7.21 7.00
23 SHC 3.29 3.18 3.07 2.94 2.86

21 25 SHC 4.02 3.91 3.80 3.67 3.59
27 SHC 4.75 4.65 4.53 4.40 4.32
29 SHC 5.48 5.38 5.26 5.13 5.06
31 SHC 6.22 6.11 6.00 5.87 5.79

TC 8.42 8.17 7.88 7.59 7.38
23 25 SHC 3.14 3.05 2.95 2.85 2.78

27 SHC 3.87 3.79 3.69 3.59 3.52
29 SHC 4.60 4.52 4.42 4.32 4.25
31 SHC 5.34 5.25 5.15 5.05 4.98

TC 8.76 8.45 8.20 7.91 7.73
25 27 SHC 3.01 2.91 2.83 2.74 2.68

29 SHC 3.74 3.64 3.56 3.47 3.41
31 SHC 4.47 4.37 4.29 4.21 4.15

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.78



COOLING CAPACITY Model Name : SPW-DR364GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   10.6 kW Air Flow Rate : 1800 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 10.70 10.21 9.69 9.08 8.78

21 SHC 7.51 7.27 7.02 6.74 6.59
15 23 SHC 8.54 8.30 8.06 7.77 7.63

 25 SHC 9.58 9.34 9.09 8.81 8.66
27 SHC 10.61 10.21 9.69 9.08 8.78
29 SHC 10.70 10.21 9.69 9.08 8.78
31 SHC 10.70 10.21 9.69 9.08 8.78

TC 11.06 10.61 10.11 9.57 9.21
21 SHC 6.27 6.07 5.85 5.62 5.46

17 23 SHC 7.31 7.11 6.89 6.65 6.49
25 SHC 8.34 8.14 7.92 7.69 7.53
27 SHC 9.38 9.18 8.95 8.72 8.56
29 SHC 10.41 10.21 9.99 9.57 9.21
31 SHC 11.06 10.61 10.11 9.57 9.21

TC 11.45 11.03 # 10.60 10.07 9.73
21 SHC 5.04 4.86 4.68 4.47 4.31

19 23 SHC 6.07 5.90 5.72 5.50 5.34
25 SHC 7.10 6.93 6.75 6.53 6.38
27 SHC 8.14 7.96 7.79 7.57 7.41
29 SHC 9.17 9.00 8.82 8.60 8.44
31 SHC 10.21 10.03 9.86 9.64 9.48

TC 11.82 11.41 10.97 10.47 10.17
23 SHC 4.82 4.66 4.49 4.31 4.19

21 25 SHC 5.85 5.69 5.53 5.34 5.23
27 SHC 6.89 6.72 6.56 6.38 6.26
29 SHC 7.92 7.76 7.60 7.41 7.30
31 SHC 8.95 8.79 8.63 8.44 8.33

TC 12.22 11.86 11.45 11.02 10.72
23 25 SHC 4.60 4.48 4.33 4.18 4.08

27 SHC 5.64 5.51 5.37 5.22 5.12
29 SHC 6.67 6.55 6.40 6.25 6.15
31 SHC 7.71 7.58 7.44 7.29 7.18

TC 12.72 12.27 11.90 11.49 11.23
25 27 SHC 4.41 4.27 4.15 4.02 3.94

29 SHC 5.44 5.30 5.19 5.06 4.97
31 SHC 6.48 6.34 6.22 6.09 6.01

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 4.11



COOLING CAPACITY Model Name : SPW-DR484GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   14.0 kW Air Flow Rate : 2160 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 14.13 13.48 12.80 12.00 11.59

21 SHC 9.53 9.20 8.85 8.47 8.27
15 23 SHC 10.74 10.40 10.06 9.67 9.48

 25 SHC 11.94 11.61 11.27 10.88 10.68
27 SHC 13.15 12.82 12.47 12.00 11.59
29 SHC 14.13 13.48 12.80 12.00 11.59
31 SHC 14.13 13.48 12.80 12.00 11.59

TC 14.60 14.01 13.36 12.64 12.17
21 SHC 8.05 7.77 7.47 7.14 6.92

17 23 SHC 9.26 8.98 8.67 8.34 8.13
25 SHC 10.46 10.18 9.88 9.55 9.34
27 SHC 11.67 11.39 11.09 10.76 10.54
29 SHC 12.88 12.60 12.29 11.96 11.75
31 SHC 14.08 13.80 13.36 12.64 12.17

TC 15.12 14.57 # 14.00 13.30 12.85
21 SHC 6.56 6.32 6.08 5.78 5.56

19 23 SHC 7.77 7.53 7.28 6.99 6.77
25 SHC 8.97 8.74 8.49 8.20 7.97
27 SHC 10.18 9.94 9.70 9.40 9.18
29 SHC 11.39 11.15 10.90 10.61 10.39
31 SHC 12.59 12.36 12.11 11.82 11.59

TC 15.61 15.06 14.49 13.83 13.43
23 SHC 6.26 6.05 5.82 5.56 5.41

21 25 SHC 7.47 7.25 7.02 6.77 6.61
27 SHC 8.67 8.46 8.23 7.98 7.82
29 SHC 9.88 9.67 9.44 9.18 9.03
31 SHC 11.09 10.87 10.64 10.39 10.23

TC 16.14 15.67 15.12 14.56 14.15
23 25 SHC 5.97 5.80 5.60 5.40 5.25

27 SHC 7.18 7.00 6.80 6.61 6.46
29 SHC 8.38 8.21 8.01 7.81 7.67
31 SHC 9.59 9.42 9.22 9.02 8.87

TC 16.80 16.21 15.72 15.18 14.83
25 27 SHC 5.71 5.51 5.35 5.17 5.06

29 SHC 6.92 6.72 6.56 6.38 6.27
31 SHC 8.13 7.93 7.77 7.59 7.48

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 6.29



COOLING CAPACITY Model Name : SPW-DR764GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   22.4 kW Air Flow Rate : 3360 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 22.60 21.57 20.47 19.20 18.55

21 SHC 15.01 14.47 13.90 13.26 12.94
15 23 SHC 16.78 16.24 15.67 15.03 14.70

 25 SHC 18.55 18.01 17.44 16.80 16.47
27 SHC 20.31 19.78 19.21 18.57 18.24
29 SHC 22.08 21.54 20.47 19.20 18.55
31 SHC 22.60 21.57 20.47 19.20 18.55

TC 23.36 22.42 21.37 20.23 19.47
21 SHC 12.80 12.34 11.84 11.30 10.95

17 23 SHC 14.57 14.11 13.60 13.07 12.72
25 SHC 16.34 15.88 15.37 14.84 14.49
27 SHC 18.11 17.65 17.14 16.61 16.26
29 SHC 19.88 19.42 18.91 18.38 18.03
31 SHC 21.65 21.19 20.68 20.14 19.47

TC 24.19 23.32 # 22.40 21.28 20.56
21 SHC 10.58 10.19 9.78 9.30 8.93

19 23 SHC 12.35 11.96 11.55 11.07 10.70
25 SHC 14.12 13.73 13.32 12.84 12.47
27 SHC 15.89 15.50 15.09 14.60 14.24
29 SHC 17.66 17.27 16.86 16.37 16.01
31 SHC 19.43 19.03 18.63 18.14 17.78

TC 24.98 24.10 23.18 22.13 21.48
23 SHC 10.10 9.74 9.37 8.95 8.69

21 25 SHC 11.87 11.51 11.13 10.72 10.46
27 SHC 13.64 13.28 12.90 12.48 12.23
29 SHC 15.41 15.05 14.67 14.25 14.00
31 SHC 17.17 16.81 16.44 16.02 15.76

TC 25.83 25.07 24.19 23.30 22.65
23 25 SHC 9.63 9.34 9.02 8.69 8.45

27 SHC 11.40 11.11 10.79 10.46 10.22
29 SHC 13.17 12.88 12.55 12.23 11.99
31 SHC 14.94 14.65 14.32 13.99 13.76

TC 26.88 25.94 25.16 24.28 23.72
25 27 SHC 9.21 8.89 8.62 8.33 8.14

29 SHC 10.98 10.66 10.39 10.10 9.91
31 SHC 12.75 12.43 12.16 11.87 11.68

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 10.69



COOLING CAPACITY Model Name : SPW-DR964GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   28.0 kW Air Flow Rate : 4320 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 28.25 26.96 25.59 24.00 23.18

21 SHC 18.70 18.02 17.31 16.51 16.11
15 23 SHC 20.95 20.27 19.56 18.76 18.35

 25 SHC 23.19 22.52 21.81 21.01 20.60
27 SHC 25.44 24.76 24.06 23.25 22.85
29 SHC 27.69 26.96 25.59 24.00 23.18
31 SHC 28.25 26.96 25.59 24.00 23.18

TC 29.20 28.03 26.71 25.28 24.33
21 SHC 15.89 15.31 14.68 14.01 13.58

17 23 SHC 18.14 17.56 16.93 16.26 15.83
25 SHC 20.39 19.81 19.18 18.51 18.08
27 SHC 22.63 22.06 21.43 20.76 20.32
29 SHC 24.88 24.31 23.68 23.01 22.57
31 SHC 27.13 26.55 25.93 25.25 24.33

TC 30.24 29.15 # 28.00 26.60 25.70
21 SHC 13.07 12.58 12.07 11.46 11.01

19 23 SHC 15.32 14.83 14.32 13.71 13.26
25 SHC 17.57 17.08 16.57 15.96 15.50
27 SHC 19.81 19.32 18.82 18.21 17.75
29 SHC 22.06 21.57 21.06 20.46 20.00
31 SHC 24.31 23.82 23.31 22.71 22.25

TC 31.22 30.13 28.98 27.66 26.85
23 SHC 12.46 12.01 11.54 11.02 10.69

21 25 SHC 14.71 14.26 13.79 13.26 12.94
27 SHC 16.95 16.50 16.04 15.51 15.19
29 SHC 19.20 18.75 18.29 17.76 17.44
31 SHC 21.45 21.00 20.53 20.01 19.69

TC 32.28 31.33 30.24 29.12 28.31
23 25 SHC 11.86 11.50 11.10 10.68 10.39

27 SHC 14.11 13.75 13.35 12.93 12.64
29 SHC 16.35 16.00 15.59 15.18 14.88
31 SHC 18.60 18.25 17.84 17.43 17.13

TC 33.60 32.42 31.44 30.35 29.65
25 27 SHC 11.33 10.92 10.59 10.23 10.00

29 SHC 13.58 13.17 12.84 12.48 12.24
31 SHC 15.83 15.42 15.09 14.72 14.49

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 13.43



COOLING CAPACITY Model Name : SPW-ASR124GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.6 kW Air Flow Rate : 580 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.63 3.47 3.29 3.09 2.98

21 SHC 2.52 2.44 2.35 2.26 2.21
15 23 SHC 2.85 2.77 2.68 2.59 2.54

 25 SHC 3.18 3.10 3.01 2.91 2.86
27 SHC 3.51 3.43 3.29 3.09 2.98
29 SHC 3.63 3.47 3.29 3.09 2.98
31 SHC 3.63 3.47 3.29 3.09 2.98

TC 3.75 3.60 3.43 3.25 3.13
21 SHC 2.13 2.06 1.98 1.90 1.84

17 23 SHC 2.45 2.38 2.31 2.23 2.17
25 SHC 2.78 2.71 2.64 2.56 2.50
27 SHC 3.11 3.04 2.97 2.88 2.83
29 SHC 3.44 3.37 3.29 3.21 3.13
31 SHC 3.75 3.60 3.43 3.25 3.13

TC 3.89 3.75 # 3.60 3.42 3.30
21 SHC 1.73 1.67 1.61 1.54 1.48

19 23 SHC 2.06 2.00 1.94 1.87 1.81
25 SHC 2.39 2.33 2.27 2.19 2.14
27 SHC 2.72 2.66 2.59 2.52 2.46
29 SHC 3.04 2.98 2.92 2.85 2.79
31 SHC 3.37 3.31 3.25 3.18 3.12

TC 4.01 3.87 3.73 3.56 3.45
23 SHC 1.66 1.61 1.55 1.48 1.44

21 25 SHC 1.99 1.93 1.87 1.81 1.77
27 SHC 2.32 2.26 2.20 2.14 2.10
29 SHC 2.64 2.59 2.53 2.46 2.42
31 SHC 2.97 2.92 2.86 2.79 2.75

TC 4.15 4.03 3.89 3.74 3.64
23 25 SHC 1.58 1.54 1.49 1.44 1.40

27 SHC 1.91 1.87 1.82 1.77 1.73
29 SHC 2.24 2.20 2.15 2.10 2.06
31 SHC 2.57 2.53 2.48 2.42 2.39

TC 4.32 4.17 4.04 3.90 3.81
25 27 SHC 1.52 1.47 1.43 1.39 1.36

29 SHC 1.85 1.80 1.76 1.71 1.69
31 SHC 2.18 2.13 2.09 2.04 2.01

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.48



COOLING CAPACITY Model Name : SPW-ASR94GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.8 kW Air Flow Rate : 480 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.83 2.70 2.56 2.40 2.32

21 SHC 1.93 1.86 1.80 1.72 1.68
15 23 SHC 2.17 2.11 2.04 1.96 1.92

 25 SHC 2.41 2.35 2.28 2.20 2.16
27 SHC 2.65 2.59 2.52 2.40 2.32
29 SHC 2.83 2.70 2.56 2.40 2.32
31 SHC 2.83 2.70 2.56 2.40 2.32

TC 2.92 2.80 2.67 2.53 2.43
21 SHC 1.63 1.58 1.52 1.46 1.41

17 23 SHC 1.88 1.82 1.76 1.70 1.65
25 SHC 2.12 2.06 2.00 1.94 1.89
27 SHC 2.36 2.30 2.24 2.18 2.13
29 SHC 2.60 2.54 2.49 2.42 2.37
31 SHC 2.84 2.79 2.67 2.53 2.43

TC 3.02 2.91 # 2.80 2.66 2.57
21 SHC 1.34 1.29 1.24 1.19 1.14

19 23 SHC 1.58 1.54 1.49 1.43 1.38
25 SHC 1.82 1.78 1.73 1.67 1.62
27 SHC 2.06 2.02 1.97 1.91 1.87
29 SHC 2.30 2.26 2.21 2.15 2.11
31 SHC 2.55 2.50 2.45 2.39 2.35

TC 3.12 3.01 2.90 2.77 2.69
23 SHC 1.28 1.24 1.19 1.14 1.11

21 25 SHC 1.53 1.48 1.43 1.38 1.35
27 SHC 1.77 1.72 1.67 1.63 1.59
29 SHC 2.01 1.96 1.92 1.87 1.84
31 SHC 2.25 2.20 2.16 2.11 2.08

TC 3.23 3.13 3.02 2.91 2.83
23 25 SHC 1.23 1.19 1.15 1.11 1.09

27 SHC 1.47 1.43 1.39 1.35 1.33
29 SHC 1.71 1.68 1.63 1.60 1.57
31 SHC 1.95 1.92 1.87 1.84 1.81

TC 3.36 3.24 3.14 3.04 2.97
25 27 SHC 1.18 1.14 1.11 1.07 1.05

29 SHC 1.42 1.38 1.35 1.31 1.29
31 SHC 1.66 1.62 1.59 1.55 1.53

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.21



COOLING CAPACITY Model Name : SPW-ADR74GXH56
Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.2 kW Air Flow Rate : 480 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.22 2.12 2.01 1.89 1.82

21 SHC 1.63 1.58 1.53 1.48 1.44
15 23 SHC 1.87 1.82 1.78 1.72 1.69

 25 SHC 2.11 2.07 2.01 1.89 1.82
27 SHC 2.22 2.12 2.01 1.89 1.82
29 SHC 2.22 2.12 2.01 1.89 1.82
31 SHC 2.22 2.12 2.01 1.89 1.82

TC 2.29 2.20 2.10 1.99 1.91
21 SHC 1.35 1.31 1.26 1.22 1.18

17 23 SHC 1.59 1.55 1.50 1.46 1.43
25 SHC 1.83 1.79 1.75 1.70 1.67
27 SHC 2.07 2.03 1.99 1.94 1.91
29 SHC 2.29 2.20 2.10 1.99 1.91
31 SHC 2.29 2.20 2.10 1.99 1.91

TC 2.38 2.29 # 2.20 2.09 2.02
21 SHC 1.07 1.03 1.00 0.96 0.92

19 23 SHC 1.31 1.28 1.24 1.20 1.16
25 SHC 1.55 1.52 1.48 1.44 1.40
27 SHC 1.79 1.76 1.72 1.68 1.64
29 SHC 2.03 2.00 1.96 1.92 1.88
31 SHC 2.27 2.24 2.20 2.09 2.02

TC 2.45 2.37 2.28 2.17 2.11
23 SHC 1.02 0.99 0.96 0.92 0.90

21 25 SHC 1.27 1.23 1.20 1.16 1.14
27 SHC 1.51 1.47 1.44 1.40 1.38
29 SHC 1.75 1.71 1.68 1.65 1.62
31 SHC 1.99 1.95 1.92 1.89 1.86

TC 2.54 2.46 2.38 2.29 2.22
23 25 SHC 0.98 0.95 0.93 0.90 0.88

27 SHC 1.22 1.19 1.17 1.14 1.12
29 SHC 1.46 1.44 1.41 1.38 1.36
31 SHC 1.70 1.68 1.65 1.62 1.60

TC 2.64 2.55 2.47 2.38 2.33
25 27 SHC 0.94 0.91 0.89 0.86 0.85

29 SHC 1.18 1.16 1.13 1.11 1.09
31 SHC 1.43 1.40 1.37 1.35 1.33

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.70
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COOLING CAPACITY Model Name : SPW-FTR74EXH56

Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.20 kW Air Flow Rate : 630 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 1.93 1.90 1.81 1.72 1.46

21 SHC 1.93 1.83 1.76 1.67 1.32
15 23 SHC 1.93 1.90 1.81 1.72 1.46

 25 SHC 1.93 1.90 1.81 1.72 1.46
27 SHC 1.93 1.90 1.81 1.72 1.46
29 SHC 1.93 1.90 1.81 1.72 1.46
31 SHC 1.93 1.90 1.81 1.72 1.46

TC 2.29 2.12 2.03 1.89 1.62
21 SHC 2.01 1.98 1.94 1.89 1.62

17 23 SHC 2.29 2.12 2.03 1.89 1.62
25 SHC 2.29 2.12 2.03 1.89 1.62
27 SHC 2.29 2.12 2.03 1.89 1.62
29 SHC 2.29 2.12 2.03 1.89 1.62
31 SHC 2.29 2.12 2.03 1.89 1.62

TC 2.28 2.34 # 2.20 2.06 2.02
21 SHC 1.35 1.33 1.29 1.26 1.23

19 23 SHC 1.97 1.94 1.91 1.87 1.84
25 SHC 2.28 2.34 2.20 2.06 2.02
27 SHC 2.28 2.34 2.20 2.06 2.02
29 SHC 2.28 2.34 2.20 2.06 2.02
31 SHC 2.28 2.34 2.20 2.06 2.02

TC 2.55 2.57 2.41 2.21 1.89
23 SHC 1.31 1.28 1.26 1.23 1.20

21 25 SHC 1.93 1.90 1.87 1.84 1.82
27 SHC 2.54 2.51 2.41 2.21 1.89
29 SHC 2.55 2.57 2.41 2.21 1.89
31 SHC 2.55 2.57 2.41 2.21 1.89

TC 2.54 2.73 2.58 2.29 2.00
23 25 SHC 1.27 1.25 1.22 1.20 1.18

27 SHC 1.89 1.86 1.84 1.82 1.80
29 SHC 2.50 2.48 2.46 2.29 2.00
31 SHC 2.54 2.73 2.58 2.29 2.00

TC 2.64 2.75 2.67 2.58 2.33
25 27 SHC 1.23 1.21 1.19 1.17 1.15

29 SHC 1.85 1.83 1.80 1.78 1.77
31 SHC 2.47 2.44 2.42 2.40 2.33

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.00



COOLING CAPACITY Model Name : SPW-FTR94EXH56

Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.65 kW Air Flow Rate : 630 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.38 2.33 2.22 2.10 1.83

21 SHC 2.38 2.26 2.17 2.05 1.69
15 23 SHC 2.38 2.33 2.22 2.10 1.83

 25 SHC 2.38 2.33 2.22 2.10 1.83
27 SHC 2.38 2.33 2.22 2.10 1.83
29 SHC 2.38 2.33 2.22 2.10 1.83
31 SHC 2.38 2.33 2.22 2.10 1.83

TC 2.76 2.57 2.46 2.29 2.01
21 SHC 2.01 1.98 1.94 1.90 1.87

17 23 SHC 2.63 2.57 2.46 2.29 2.01
25 SHC 2.76 2.57 2.46 2.29 2.01
27 SHC 2.76 2.57 2.46 2.29 2.01
29 SHC 2.76 2.57 2.46 2.29 2.01
31 SHC 2.76 2.57 2.46 2.29 2.01

TC 2.76 2.81 # 2.65 2.49 2.43
21 SHC 1.35 1.33 1.29 1.26 1.23

19 23 SHC 1.97 1.94 1.91 1.87 1.84
25 SHC 2.59 2.56 2.53 2.49 2.43
27 SHC 2.76 2.81 2.65 2.49 2.43
29 SHC 2.76 2.81 2.65 2.49 2.43
31 SHC 2.76 2.81 2.65 2.49 2.43

TC 3.05 3.05 2.87 2.66 2.32
23 SHC 1.31 1.28 1.26 1.23 1.20

21 25 SHC 1.93 1.90 1.87 1.84 1.82
27 SHC 2.54 2.51 2.49 2.46 2.32
29 SHC 3.05 3.05 2.87 2.66 2.32
31 SHC 3.05 3.05 2.87 2.66 2.32

TC 3.06 3.24 3.06 2.76 2.46
23 25 SHC 1.27 1.25 1.22 1.20 1.18

27 SHC 1.89 1.86 1.84 1.82 1.80
29 SHC 2.50 2.48 2.46 2.43 2.41
31 SHC 3.06 3.09 3.06 2.76 2.46

TC 3.18 3.27 3.18 3.07 2.81
25 27 SHC 1.23 1.21 1.19 1.17 1.15

29 SHC 1.85 1.83 1.80 1.78 1.77
31 SHC 2.47 2.44 2.42 2.40 2.38

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.00



COOLING CAPACITY   Model Name : SPW-FTR124EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.5 kW Air Flow Rate : 630 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.53 3.37 3.20 3.00 2.90

21 SHC 2.52 2.44 2.36 2.27 2.22
15 23 SHC 2.88 2.80 2.72 2.63 2.58

 25 SHC 3.23 3.16 3.07 2.98 2.90
27 SHC 3.53 3.37 3.20 3.00 2.90
29 SHC 3.53 3.37 3.20 3.00 2.90
31 SHC 3.53 3.37 3.20 3.00 2.90

TC 3.65 3.50 3.34 3.16 3.04
21 SHC 2.10 2.03 1.96 1.89 1.84

17 23 SHC 2.46 2.39 2.32 2.24 2.19
25 SHC 2.81 2.74 2.67 2.60 2.55
27 SHC 3.17 3.10 3.03 2.95 2.90
29 SHC 3.52 3.46 3.34 3.16 3.04
31 SHC 3.65 3.50 3.34 3.16 3.04

TC 3.78 3.64 # 3.50 3.33 3.21
21 SHC 1.68 1.62 1.56 1.49 1.44

19 23 SHC 2.03 1.97 1.92 1.85 1.80
25 SHC 2.39 2.33 2.27 2.20 2.15
27 SHC 2.74 2.69 2.63 2.56 2.51
29 SHC 3.10 3.04 2.99 2.92 2.87
31 SHC 3.46 3.40 3.34 3.27 3.21

TC 3.90 3.77 3.62 3.46 3.36
23 SHC 1.61 1.55 1.50 1.44 1.40

21 25 SHC 1.96 1.91 1.86 1.79 1.76
27 SHC 2.32 2.27 2.21 2.15 2.12
29 SHC 2.68 2.62 2.57 2.51 2.47
31 SHC 3.03 2.98 2.93 2.86 2.83

TC 4.04 3.92 3.78 3.64 3.54
23 25 SHC 1.54 1.50 1.45 1.40 1.36

27 SHC 1.89 1.85 1.80 1.76 1.72
29 SHC 2.25 2.21 2.16 2.11 2.08
31 SHC 2.60 2.56 2.52 2.47 2.43

TC 4.20 4.05 3.93 3.79 3.71
25 27 SHC 1.47 1.43 1.39 1.35 1.32

29 SHC 1.83 1.78 1.74 1.70 1.68
31 SHC 2.19 2.14 2.10 2.06 2.03

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.27



COOLING CAPACITY   Model Name : SPW-FTR164EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.0 kW Air Flow Rate : 720 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.05 4.82 4.57 4.29 4.14

21 SHC 3.47 3.35 3.23 3.10 3.03
15 23 SHC 3.92 3.80 3.68 3.54 3.47

 25 SHC 4.36 4.25 4.12 3.99 3.92
27 SHC 4.81 4.69 4.57 4.29 4.14
29 SHC 5.05 4.82 4.57 4.29 4.14
31 SHC 5.05 4.82 4.57 4.29 4.14

TC 5.22 5.01 4.77 4.52 4.35
21 SHC 2.93 2.83 2.72 2.61 2.54

17 23 SHC 3.37 3.28 3.17 3.05 2.98
25 SHC 3.82 3.72 3.61 3.50 3.43
27 SHC 4.26 4.17 4.06 3.95 3.87
29 SHC 4.71 4.61 4.51 4.39 4.32
31 SHC 5.15 5.01 4.77 4.52 4.35

TC 5.40 5.21 # 5.00 4.75 4.59
21 SHC 2.39 2.31 2.22 2.12 2.03

19 23 SHC 2.83 2.75 2.66 2.56 2.48
25 SHC 3.28 3.20 3.11 3.01 2.93
27 SHC 3.72 3.64 3.55 3.45 3.37
29 SHC 4.17 4.09 4.00 3.90 3.82
31 SHC 4.61 4.53 4.45 4.34 4.26

TC 5.58 5.38 5.18 4.94 4.80
23 SHC 2.28 2.21 2.13 2.04 1.98

21 25 SHC 2.73 2.65 2.57 2.48 2.43
27 SHC 3.17 3.10 3.02 2.93 2.87
29 SHC 3.62 3.55 3.46 3.38 3.32
31 SHC 4.06 3.99 3.91 3.82 3.76

TC 5.77 5.60 5.40 5.20 5.06
23 25 SHC 2.18 2.12 2.05 1.98 1.93

27 SHC 2.63 2.57 2.50 2.43 2.38
29 SHC 3.08 3.01 2.94 2.87 2.82
31 SHC 3.52 3.46 3.39 3.32 3.27

TC 6.00 5.79 5.62 5.42 5.30
25 27 SHC 2.09 2.02 1.97 1.90 1.86

29 SHC 2.54 2.47 2.41 2.35 2.31
31 SHC 2.98 2.92 2.86 2.80 2.75

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.12



COOLING CAPACITY   Model Name : SPW-FTR184EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.2 kW Air Flow Rate : 720 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.20 4.96 4.71 4.41 4.26

21 SHC 3.55 3.43 3.30 3.16 3.09
15 23 SHC 3.99 3.87 3.75 3.61 3.53

 25 SHC 4.44 4.32 4.19 4.05 3.98
27 SHC 4.88 4.77 4.64 4.41 4.26
29 SHC 5.20 4.96 4.71 4.41 4.26
31 SHC 5.20 4.96 4.71 4.41 4.26

TC 5.37 5.16 4.91 4.65 4.48
21 SHC 3.00 2.90 2.79 2.67 2.59

17 23 SHC 3.45 3.35 3.24 3.12 3.04
25 SHC 3.89 3.79 3.68 3.56 3.48
27 SHC 4.34 4.24 4.13 4.01 3.93
29 SHC 4.79 4.68 4.57 4.45 4.38
31 SHC 5.23 5.13 4.91 4.65 4.48

TC 5.56 5.36 # 5.15 4.89 4.73
21 SHC 2.46 2.37 2.28 2.17 2.09

19 23 SHC 2.90 2.82 2.73 2.62 2.54
25 SHC 3.35 3.26 3.17 3.06 2.98
27 SHC 3.79 3.71 3.62 3.51 3.43
29 SHC 4.24 4.15 4.06 3.96 3.87
31 SHC 4.68 4.60 4.51 4.40 4.32

TC 5.74 5.54 5.33 5.09 4.94
23 SHC 2.35 2.27 2.19 2.10 2.04

21 25 SHC 2.80 2.72 2.64 2.54 2.48
27 SHC 3.24 3.16 3.08 2.99 2.93
29 SHC 3.69 3.61 3.53 3.43 3.38
31 SHC 4.13 4.06 3.97 3.88 3.82

TC 5.94 5.76 5.56 5.36 5.21
23 25 SHC 2.25 2.18 2.11 2.04 1.99

27 SHC 2.69 2.63 2.55 2.48 2.43
29 SHC 3.14 3.08 3.00 2.93 2.88
31 SHC 3.58 3.52 3.45 3.38 3.32

TC 6.18 5.96 5.78 5.58 5.45
25 27 SHC 2.16 2.08 2.02 1.96 1.92

29 SHC 2.60 2.53 2.47 2.40 2.36
31 SHC 3.05 2.97 2.91 2.85 2.81

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.24



COOLING CAPACITY   Model Name : SPW-FTR224EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   6.4 kW Air Flow Rate : 900 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 6.46 6.16 5.85 5.48 5.30

21 SHC 4.28 4.12 3.96 3.77 3.68
15 23 SHC 4.76 4.61 4.44 4.25 4.16

 25 SHC 5.25 5.09 4.93 4.74 4.64
27 SHC 5.73 5.58 5.41 5.22 5.13
29 SHC 6.21 6.06 5.85 5.48 5.30
31 SHC 6.46 6.16 5.85 5.48 5.30

TC 6.68 6.41 6.11 5.78 5.56
21 SHC 3.67 3.54 3.39 3.24 3.13

17 23 SHC 4.16 4.02 3.88 3.72 3.62
25 SHC 4.64 4.51 4.36 4.21 4.10
27 SHC 5.12 4.99 4.85 4.69 4.59
29 SHC 5.61 5.48 5.33 5.17 5.07
31 SHC 6.09 5.96 5.81 5.66 5.56

TC 6.91 6.66 # 6.40 6.08 5.88
21 SHC 3.06 2.95 2.83 2.69 2.58

19 23 SHC 3.54 3.43 3.31 3.17 3.07
25 SHC 4.03 3.92 3.80 3.66 3.55
27 SHC 4.51 4.40 4.28 4.14 4.04
29 SHC 5.00 4.88 4.76 4.63 4.52
31 SHC 5.48 5.37 5.25 5.11 5.00

TC 7.14 6.89 6.62 6.32 6.14
23 SHC 2.92 2.82 2.71 2.59 2.51

21 25 SHC 3.41 3.30 3.19 3.07 3.00
27 SHC 3.89 3.79 3.68 3.55 3.48
29 SHC 4.37 4.27 4.16 4.04 3.96
31 SHC 4.86 4.76 4.65 4.52 4.45

TC 7.38 7.16 6.91 6.66 6.47
23 25 SHC 2.79 2.70 2.61 2.52 2.45

27 SHC 3.27 3.19 3.10 3.00 2.93
29 SHC 3.76 3.67 3.58 3.48 3.42
31 SHC 4.24 4.16 4.06 3.97 3.90

TC 7.68 7.41 7.19 6.94 6.78
25 27 SHC 2.67 2.58 2.50 2.41 2.36

29 SHC 3.16 3.06 2.99 2.90 2.84
31 SHC 3.64 3.55 3.47 3.38 3.33

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 3.10



COOLING CAPACITY   Model Name : SPW-XR74EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.2 kW Air Flow Rate : 700 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.22 2.12 2.01 1.89 1.82

21 SHC 1.74 1.70 1.65 1.59 1.56
15 23 SHC 2.03 1.99 1.94 1.88 1.82

 25 SHC 2.22 2.12 2.01 1.89 1.82
27 SHC 2.22 2.12 2.01 1.89 1.82
29 SHC 2.22 2.12 2.01 1.89 1.82
31 SHC 2.22 2.12 2.01 1.89 1.82

TC 2.29 2.20 2.10 1.99 1.91
21 SHC 1.41 1.37 1.33 1.29 1.25

17 23 SHC 1.70 1.66 1.62 1.58 1.54
25 SHC 1.99 1.95 1.91 1.87 1.83
27 SHC 2.28 2.20 2.10 1.99 1.91
29 SHC 2.29 2.20 2.10 1.99 1.91
31 SHC 2.29 2.20 2.10 1.99 1.91

TC 2.38 2.29 # 2.20 2.09 2.02
21 SHC 1.08 1.05 1.01 0.97 0.94

19 23 SHC 1.37 1.34 1.30 1.26 1.23
25 SHC 1.66 1.63 1.59 1.55 1.52
27 SHC 1.95 1.92 1.88 1.84 1.81
29 SHC 2.24 2.21 2.17 2.09 2.02
31 SHC 2.38 2.29 2.20 2.09 2.02

TC 2.45 2.37 2.28 2.17 2.11
23 SHC 1.04 1.00 0.97 0.94 0.91

21 25 SHC 1.33 1.29 1.27 1.23 1.20
27 SHC 1.62 1.58 1.56 1.52 1.50
29 SHC 1.91 1.88 1.85 1.81 1.79
31 SHC 2.20 2.17 2.14 2.10 2.08

TC 2.54 2.46 2.38 2.29 2.22
23 25 SHC 0.99 0.97 0.94 0.91 0.89

27 SHC 1.28 1.26 1.23 1.20 1.18
29 SHC 1.57 1.55 1.52 1.50 1.47
31 SHC 1.86 1.84 1.81 1.79 1.76

TC 2.64 2.55 2.47 2.38 2.33
25 27 SHC 0.95 0.93 0.90 0.88 0.86

29 SHC 1.25 1.22 1.19 1.17 1.15
31 SHC 1.54 1.51 1.48 1.46 1.44

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.47



COOLING CAPACITY   Model Name : SPW-XR94EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.7 kW Air Flow Rate : 700 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.67 2.55 2.42 2.27 2.19

21 SHC 1.95 1.90 1.83 1.76 1.73
15 23 SHC 2.24 2.19 2.12 2.05 2.02

 25 SHC 2.53 2.48 2.41 2.27 2.19
27 SHC 2.67 2.55 2.42 2.27 2.19
29 SHC 2.67 2.55 2.42 2.27 2.19
31 SHC 2.67 2.55 2.42 2.27 2.19

TC 2.76 2.65 2.53 2.39 2.30
21 SHC 1.61 1.56 1.51 1.45 1.42

17 23 SHC 1.91 1.85 1.80 1.74 1.71
25 SHC 2.20 2.15 2.10 2.04 2.00
27 SHC 2.49 2.44 2.39 2.33 2.29
29 SHC 2.76 2.65 2.53 2.39 2.30
31 SHC 2.76 2.65 2.53 2.39 2.30

TC 2.86 2.76 # 2.65 2.52 2.43
21 SHC 1.27 1.23 1.19 1.14 1.10

19 23 SHC 1.56 1.52 1.48 1.43 1.39
25 SHC 1.85 1.81 1.77 1.72 1.68
27 SHC 2.14 2.10 2.06 2.01 1.97
29 SHC 2.43 2.39 2.35 2.30 2.26
31 SHC 2.72 2.68 2.64 2.52 2.43

TC 2.95 2.85 2.74 2.62 2.54
23 SHC 1.22 1.18 1.14 1.09 1.07

21 25 SHC 1.51 1.47 1.43 1.38 1.36
27 SHC 1.80 1.76 1.72 1.68 1.65
29 SHC 2.09 2.05 2.01 1.97 1.94
31 SHC 2.38 2.34 2.30 2.26 2.23

TC 3.06 2.97 2.86 2.76 2.68
23 25 SHC 1.17 1.13 1.10 1.06 1.04

27 SHC 1.46 1.43 1.39 1.36 1.33
29 SHC 1.75 1.72 1.68 1.65 1.62
31 SHC 2.04 2.01 1.97 1.94 1.91

TC 3.18 3.07 2.98 2.87 2.81
25 27 SHC 1.12 1.08 1.06 1.02 1.00

29 SHC 1.41 1.38 1.35 1.31 1.29
31 SHC 1.70 1.67 1.64 1.61 1.58

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.86



COOLING CAPACITY   Model Name : SPW-XR124EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.5 kW Air Flow Rate : 700 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.53 3.37 3.20 3.00 2.90

21 SHC 2.38 2.30 2.21 2.11 2.06
15 23 SHC 2.67 2.59 2.50 2.40 2.35

 25 SHC 2.96 2.88 2.79 2.69 2.64
27 SHC 3.25 3.17 3.08 2.98 2.90
29 SHC 3.53 3.37 3.20 3.00 2.90
31 SHC 3.53 3.37 3.20 3.00 2.90

TC 3.65 3.50 3.34 3.16 3.04
21 SHC 2.02 1.95 1.87 1.79 1.74

17 23 SHC 2.31 2.24 2.16 2.08 2.03
25 SHC 2.60 2.53 2.45 2.37 2.32
27 SHC 2.89 2.82 2.74 2.66 2.61
29 SHC 3.18 3.11 3.03 2.95 2.90
31 SHC 3.47 3.40 3.33 3.16 3.04

TC 3.78 3.64 # 3.50 3.33 3.21
21 SHC 1.66 1.60 1.54 1.46 1.41

19 23 SHC 1.95 1.89 1.83 1.75 1.70
25 SHC 2.24 2.18 2.12 2.04 1.99
27 SHC 2.53 2.47 2.41 2.34 2.28
29 SHC 2.82 2.76 2.70 2.63 2.57
31 SHC 3.11 3.05 2.99 2.92 2.86

TC 3.90 3.77 3.62 3.46 3.36
23 SHC 1.59 1.53 1.48 1.41 1.37

21 25 SHC 1.88 1.82 1.77 1.70 1.66
27 SHC 2.17 2.11 2.06 1.99 1.95
29 SHC 2.46 2.40 2.35 2.28 2.24
31 SHC 2.75 2.69 2.64 2.57 2.53

TC 4.04 3.92 3.78 3.64 3.54
23 25 SHC 1.51 1.47 1.42 1.37 1.33

27 SHC 1.80 1.76 1.71 1.66 1.62
29 SHC 2.10 2.05 2.00 1.95 1.91
31 SHC 2.39 2.34 2.29 2.24 2.20

TC 4.20 4.05 3.93 3.79 3.71
25 27 SHC 1.45 1.40 1.36 1.31 1.29

29 SHC 1.74 1.69 1.65 1.60 1.58
31 SHC 2.03 1.98 1.94 1.89 1.87

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.59



COOLING CAPACITY   Model Name : SPW-XR164EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   4.5 kW Air Flow Rate : 750 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 4.54 4.33 4.11 3.86 3.73

21 SHC 3.15 3.05 2.94 2.82 2.75
15 23 SHC 3.56 3.46 3.35 3.23 3.16

 25 SHC 3.97 3.88 3.77 3.64 3.58
27 SHC 4.39 4.29 4.11 3.86 3.73
29 SHC 4.54 4.33 4.11 3.86 3.73
31 SHC 4.54 4.33 4.11 3.86 3.73

TC 4.69 4.50 4.29 4.06 3.91
21 SHC 2.65 2.56 2.47 2.36 2.30

17 23 SHC 3.07 2.97 2.88 2.78 2.71
25 SHC 3.48 3.39 3.29 3.19 3.12
27 SHC 3.89 3.80 3.71 3.60 3.54
29 SHC 4.31 4.22 4.12 4.02 3.91
31 SHC 4.69 4.50 4.29 4.06 3.91

TC 4.86 4.68 # 4.50 4.28 4.13
21 SHC 2.15 2.08 2.00 1.91 1.84

19 23 SHC 2.56 2.49 2.41 2.32 2.25
25 SHC 2.98 2.90 2.83 2.73 2.66
27 SHC 3.39 3.32 3.24 3.15 3.08
29 SHC 3.80 3.73 3.65 3.56 3.49
31 SHC 4.22 4.14 4.07 3.98 3.90

TC 5.02 4.84 4.66 4.45 4.32
23 SHC 2.06 1.99 1.92 1.84 1.79

21 25 SHC 2.47 2.40 2.33 2.25 2.20
27 SHC 2.89 2.81 2.75 2.66 2.61
29 SHC 3.30 3.23 3.16 3.08 3.03
31 SHC 3.71 3.64 3.57 3.49 3.44

TC 5.19 5.04 4.86 4.68 4.55
23 25 SHC 1.96 1.91 1.85 1.78 1.74

27 SHC 2.38 2.32 2.26 2.20 2.15
29 SHC 2.79 2.74 2.68 2.61 2.57
31 SHC 3.21 3.15 3.09 3.03 2.98

TC 5.40 5.21 5.05 4.88 4.77
25 27 SHC 1.88 1.82 1.77 1.72 1.68

29 SHC 2.30 2.24 2.19 2.13 2.10
31 SHC 2.71 2.65 2.60 2.55 2.51

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.84



COOLING CAPACITY   Model Name : SPW-XR184EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.2 kW Air Flow Rate : 750 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.20 4.96 4.71 4.41 4.26

21 SHC 3.48 3.36 3.23 3.09 3.01
15 23 SHC 3.90 3.78 3.65 3.50 3.43

 25 SHC 4.31 4.19 4.06 3.92 3.84
27 SHC 4.73 4.61 4.47 4.33 4.25
29 SHC 5.14 4.96 4.71 4.41 4.26
31 SHC 5.20 4.96 4.71 4.41 4.26

TC 5.37 5.16 4.91 4.65 4.48
21 SHC 2.97 2.86 2.75 2.63 2.55

17 23 SHC 3.39 3.28 3.17 3.04 2.96
25 SHC 3.80 3.69 3.58 3.46 3.38
27 SHC 4.21 4.11 4.00 3.87 3.79
29 SHC 4.63 4.52 4.41 4.29 4.21
31 SHC 5.04 4.93 4.82 4.65 4.48

TC 5.56 5.36 # 5.15 4.89 4.73
21 SHC 2.45 2.37 2.27 2.16 2.08

19 23 SHC 2.87 2.78 2.69 2.58 2.49
25 SHC 3.28 3.19 3.10 2.99 2.91
27 SHC 3.70 3.61 3.52 3.41 3.32
29 SHC 4.11 4.02 3.93 3.82 3.74
31 SHC 4.52 4.44 4.34 4.23 4.15

TC 5.74 5.54 5.33 5.09 4.94
23 SHC 2.35 2.27 2.18 2.09 2.03

21 25 SHC 2.76 2.68 2.60 2.50 2.44
27 SHC 3.18 3.09 3.01 2.91 2.85
29 SHC 3.59 3.51 3.42 3.33 3.27
31 SHC 4.00 3.92 3.84 3.74 3.68

TC 5.94 5.76 5.56 5.36 5.21
23 25 SHC 2.24 2.18 2.10 2.03 1.97

27 SHC 2.66 2.59 2.51 2.44 2.39
29 SHC 3.07 3.00 2.93 2.86 2.80
31 SHC 3.48 3.42 3.34 3.27 3.21

TC 6.18 5.96 5.78 5.58 5.45
25 27 SHC 2.15 2.07 2.01 1.94 1.90

29 SHC 2.56 2.49 2.42 2.36 2.32
31 SHC 2.98 2.90 2.84 2.77 2.73

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.38



COOLING CAPACITY   Model Name : SPW-FUR74EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.2 kW Air Flow Rate : 470 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.22 2.12 2.01 1.89 1.82

21 SHC 1.70 1.65 1.61 1.55 1.52
15 23 SHC 1.98 1.93 1.88 1.82 1.79

 25 SHC 2.22 2.12 2.01 1.89 1.82
27 SHC 2.22 2.12 2.01 1.89 1.82
29 SHC 2.22 2.12 2.01 1.89 1.82
31 SHC 2.22 2.12 2.01 1.89 1.82

TC 2.29 2.20 2.10 1.99 1.91
21 SHC 1.38 1.35 1.30 1.26 1.23

17 23 SHC 1.66 1.62 1.58 1.53 1.50
25 SHC 1.93 1.89 1.85 1.81 1.77
27 SHC 2.21 2.17 2.10 1.99 1.91
29 SHC 2.29 2.20 2.10 1.99 1.91
31 SHC 2.29 2.20 2.10 1.99 1.91

TC 2.38 2.29 # 2.20 2.09 2.02
21 SHC 1.07 1.04 1.00 0.96 0.93

19 23 SHC 1.34 1.31 1.28 1.24 1.20
25 SHC 1.62 1.59 1.55 1.51 1.47
27 SHC 1.89 1.86 1.82 1.78 1.75
29 SHC 2.17 2.14 2.10 2.06 2.02
31 SHC 2.38 2.29 2.20 2.09 2.02

TC 2.45 2.37 2.28 2.17 2.11
23 SHC 1.03 0.99 0.96 0.93 0.90

21 25 SHC 1.30 1.27 1.24 1.20 1.18
27 SHC 1.58 1.54 1.51 1.48 1.45
29 SHC 1.85 1.82 1.79 1.75 1.73
31 SHC 2.12 2.09 2.06 2.03 2.00

TC 2.54 2.46 2.38 2.29 2.22
23 25 SHC 0.98 0.95 0.93 0.90 0.88

27 SHC 1.26 1.23 1.20 1.18 1.15
29 SHC 1.53 1.50 1.48 1.45 1.43
31 SHC 1.81 1.78 1.75 1.73 1.70

TC 2.64 2.55 2.47 2.38 2.33
25 27 SHC 0.94 0.92 0.89 0.87 0.85

29 SHC 1.22 1.19 1.17 1.14 1.13
31 SHC 1.49 1.47 1.44 1.42 1.40

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.56



COOLING CAPACITY   Model Name : SPW-FUR94EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   2.7 kW Air Flow Rate : 470 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 2.67 2.55 2.42 2.27 2.19

21 SHC 1.91 1.86 1.79 1.72 1.69
15 23 SHC 2.19 2.13 2.07 2.00 1.97

 25 SHC 2.46 2.41 2.34 2.27 2.19
27 SHC 2.67 2.55 2.42 2.27 2.19
29 SHC 2.67 2.55 2.42 2.27 2.19
31 SHC 2.67 2.55 2.42 2.27 2.19

TC 2.76 2.65 2.53 2.39 2.30
21 SHC 1.59 1.54 1.49 1.43 1.39

17 23 SHC 1.87 1.81 1.76 1.70 1.66
25 SHC 2.14 2.09 2.04 1.98 1.94
27 SHC 2.42 2.36 2.31 2.25 2.21
29 SHC 2.69 2.64 2.53 2.39 2.30
31 SHC 2.76 2.65 2.53 2.39 2.30

TC 2.86 2.76 # 2.65 2.52 2.43
21 SHC 1.26 1.22 1.18 1.13 1.09

19 23 SHC 1.54 1.50 1.45 1.40 1.36
25 SHC 1.81 1.77 1.73 1.68 1.64
27 SHC 2.09 2.05 2.00 1.95 1.91
29 SHC 2.36 2.32 2.28 2.23 2.19
31 SHC 2.64 2.60 2.55 2.50 2.43

TC 2.95 2.85 2.74 2.62 2.54
23 SHC 1.21 1.17 1.13 1.08 1.06

21 25 SHC 1.48 1.45 1.41 1.36 1.33
27 SHC 1.76 1.72 1.68 1.63 1.61
29 SHC 2.03 1.99 1.96 1.91 1.88
31 SHC 2.31 2.27 2.23 2.18 2.16

TC 3.06 2.97 2.86 2.76 2.68
23 25 SHC 1.16 1.13 1.09 1.06 1.03

27 SHC 1.43 1.40 1.37 1.33 1.31
29 SHC 1.71 1.68 1.64 1.60 1.58
31 SHC 1.98 1.95 1.91 1.88 1.86

TC 3.18 3.07 2.98 2.87 2.81
25 27 SHC 1.11 1.08 1.05 1.01 0.99

29 SHC 1.39 1.35 1.32 1.29 1.27
31 SHC 1.66 1.63 1.60 1.56 1.54

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 0.95



COOLING CAPACITY   Model Name : SPW-FUR124EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   3.5 kW Air Flow Rate : 470 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 3.53 3.37 3.20 3.00 2.90

21 SHC 2.35 2.26 2.17 2.07 2.02
15 23 SHC 2.63 2.54 2.45 2.35 2.30

 25 SHC 2.90 2.81 2.72 2.62 2.57
27 SHC 3.17 3.09 3.00 2.90 2.85
29 SHC 3.45 3.36 3.20 3.00 2.90
31 SHC 3.53 3.37 3.20 3.00 2.90

TC 3.65 3.50 3.34 3.16 3.04
21 SHC 2.01 1.93 1.85 1.77 1.72

17 23 SHC 2.28 2.21 2.13 2.05 1.99
25 SHC 2.56 2.48 2.40 2.32 2.27
27 SHC 2.83 2.76 2.68 2.60 2.54
29 SHC 3.10 3.03 2.95 2.87 2.82
31 SHC 3.38 3.31 3.23 3.15 3.04

TC 3.78 3.64 # 3.50 3.33 3.21
21 SHC 1.66 1.60 1.54 1.46 1.40

19 23 SHC 1.94 1.87 1.81 1.73 1.68
25 SHC 2.21 2.15 2.09 2.01 1.95
27 SHC 2.48 2.42 2.36 2.28 2.23
29 SHC 2.76 2.70 2.64 2.56 2.50
31 SHC 3.03 2.97 2.91 2.83 2.78

TC 3.90 3.77 3.62 3.46 3.36
23 SHC 1.59 1.53 1.47 1.40 1.37

21 25 SHC 1.86 1.80 1.75 1.68 1.64
27 SHC 2.14 2.08 2.02 1.95 1.92
29 SHC 2.41 2.35 2.30 2.23 2.19
31 SHC 2.69 2.63 2.57 2.50 2.47

TC 4.04 3.92 3.78 3.64 3.54
23 25 SHC 1.51 1.47 1.42 1.37 1.33

27 SHC 1.79 1.74 1.69 1.64 1.60
29 SHC 2.06 2.02 1.97 1.91 1.88
31 SHC 2.34 2.29 2.24 2.19 2.15

TC 4.20 4.05 3.93 3.79 3.71
25 27 SHC 1.45 1.40 1.36 1.31 1.28

29 SHC 1.72 1.67 1.63 1.58 1.56
31 SHC 2.00 1.95 1.90 1.86 1.83

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.67



COOLING CAPACITY   Model Name : SPW-FUR164EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   4.5 kW Air Flow Rate : 620 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 4.54 4.33 4.11 3.86 3.73

21 SHC 3.09 2.99 2.88 2.75 2.69
15 23 SHC 3.48 3.38 3.27 3.14 3.07

 25 SHC 3.87 3.77 3.66 3.53 3.46
27 SHC 4.25 4.15 4.04 3.86 3.73
29 SHC 4.54 4.33 4.11 3.86 3.73
31 SHC 4.54 4.33 4.11 3.86 3.73

TC 4.69 4.50 4.29 4.06 3.91
21 SHC 2.62 2.53 2.43 2.33 2.26

17 23 SHC 3.01 2.92 2.82 2.71 2.65
25 SHC 3.40 3.30 3.21 3.10 3.03
27 SHC 3.78 3.69 3.60 3.49 3.42
29 SHC 4.17 4.08 3.98 3.88 3.81
31 SHC 4.56 4.47 4.29 4.06 3.91

TC 4.86 4.68 # 4.50 4.28 4.13
21 SHC 2.14 2.07 1.99 1.90 1.82

19 23 SHC 2.53 2.46 2.38 2.28 2.21
25 SHC 2.92 2.84 2.76 2.67 2.60
27 SHC 3.31 3.23 3.15 3.06 2.99
29 SHC 3.70 3.62 3.54 3.45 3.37
31 SHC 4.08 4.01 3.93 3.83 3.76

TC 5.02 4.84 4.66 4.45 4.32
23 SHC 2.05 1.98 1.91 1.82 1.78

21 25 SHC 2.44 2.37 2.30 2.21 2.16
27 SHC 2.83 2.75 2.69 2.60 2.55
29 SHC 3.22 3.14 3.07 2.99 2.94
31 SHC 3.60 3.53 3.46 3.38 3.33

TC 5.19 5.04 4.86 4.68 4.55
23 25 SHC 1.96 1.90 1.84 1.77 1.73

27 SHC 2.35 2.29 2.23 2.16 2.12
29 SHC 2.73 2.68 2.62 2.55 2.50
31 SHC 3.12 3.07 3.00 2.94 2.89

TC 5.40 5.21 5.05 4.88 4.77
25 27 SHC 1.88 1.81 1.76 1.71 1.67

29 SHC 2.26 2.20 2.15 2.09 2.06
31 SHC 2.65 2.59 2.54 2.48 2.45

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 1.97



COOLING CAPACITY   Model Name : SPW-FUR184EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   5.2 kW Air Flow Rate : 620 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 5.20 4.96 4.71 4.41 4.26

21 SHC 3.44 3.31 3.18 3.03 2.95
15 23 SHC 3.83 3.70 3.57 3.42 3.34

 25 SHC 4.21 4.09 3.96 3.81 3.73
27 SHC 4.60 4.48 4.34 4.19 4.12
29 SHC 4.99 4.87 4.71 4.41 4.26
31 SHC 5.20 4.96 4.71 4.41 4.26

TC 5.37 5.16 4.91 4.65 4.48
21 SHC 2.95 2.84 2.73 2.60 2.52

17 23 SHC 3.34 3.23 3.11 2.99 2.91
25 SHC 3.73 3.62 3.50 3.37 3.29
27 SHC 4.11 4.00 3.89 3.76 3.68
29 SHC 4.50 4.39 4.28 4.15 4.07
31 SHC 4.89 4.78 4.67 4.54 4.46

TC 5.56 5.36 # 5.15 4.89 4.73
21 SHC 2.46 2.37 2.27 2.16 2.07

19 23 SHC 2.84 2.75 2.66 2.55 2.46
25 SHC 3.23 3.14 3.05 2.94 2.85
27 SHC 3.62 3.53 3.44 3.32 3.24
29 SHC 4.01 3.92 3.82 3.71 3.62
31 SHC 4.40 4.31 4.21 4.10 4.01

TC 5.74 5.54 5.33 5.09 4.94
23 SHC 2.35 2.27 2.18 2.08 2.02

21 25 SHC 2.74 2.65 2.57 2.47 2.41
27 SHC 3.12 3.04 2.96 2.86 2.80
29 SHC 3.51 3.43 3.34 3.24 3.18
31 SHC 3.90 3.82 3.73 3.63 3.57

TC 5.94 5.76 5.56 5.36 5.21
23 25 SHC 2.24 2.17 2.10 2.02 1.97

27 SHC 2.63 2.56 2.48 2.41 2.35
29 SHC 3.02 2.95 2.87 2.80 2.74
31 SHC 3.41 3.34 3.26 3.19 3.13

TC 6.18 5.96 5.78 5.58 5.45
25 27 SHC 2.15 2.07 2.01 1.94 1.89

29 SHC 2.53 2.46 2.39 2.33 2.28
31 SHC 2.92 2.85 2.78 2.71 2.67

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 2.50



COOLING CAPACITY   Model Name : SPW-FUR224EXH56
  Power Supply : 1phase-240V-50Hz

Rating Capacity :   6.4 kW Air Flow Rate : 680 CMH

Evap. Condenser
Ent.Temp.℃ Ambient Temp. ℃

WB DB 25 30  35 40 43
TC 6.46 6.16 5.85 5.48 5.30

21 SHC 4.19 4.02 3.85 3.65 3.55
15 23 SHC 4.61 4.45 4.27 4.07 3.97

 25 SHC 5.03 4.87 4.69 4.49 4.40
27 SHC 5.46 5.29 5.12 4.92 4.82
29 SHC 5.88 5.71 5.54 5.34 5.24
31 SHC 6.30 6.14 5.85 5.48 5.30

TC 6.68 6.41 6.11 5.78 5.56
21 SHC 3.64 3.50 3.34 3.18 3.07

17 23 SHC 4.06 3.92 3.77 3.60 3.49
25 SHC 4.48 4.34 4.19 4.02 3.92
27 SHC 4.91 4.77 4.61 4.45 4.34
29 SHC 5.33 5.19 5.03 4.87 4.76
31 SHC 5.75 5.61 5.46 5.29 5.18

TC 6.91 6.66 # 6.40 6.08 5.88
21 SHC 3.08 2.97 2.84 2.69 2.58

19 23 SHC 3.51 3.39 3.26 3.11 3.00
25 SHC 3.93 3.81 3.68 3.54 3.42
27 SHC 4.35 4.23 4.11 3.96 3.85
29 SHC 4.77 4.66 4.53 4.38 4.27
31 SHC 5.20 5.08 4.95 4.80 4.69

TC 7.14 6.89 6.62 6.32 6.14
23 SHC 2.94 2.83 2.72 2.59 2.51

21 25 SHC 3.36 3.25 3.14 3.01 2.93
27 SHC 3.79 3.68 3.56 3.43 3.35
29 SHC 4.21 4.10 3.98 3.85 3.78
31 SHC 4.63 4.52 4.41 4.28 4.20

TC 7.38 7.16 6.91 6.66 6.47
23 25 SHC 2.80 2.71 2.62 2.51 2.44

27 SHC 3.23 3.14 3.04 2.94 2.86
29 SHC 3.65 3.56 3.46 3.36 3.29
31 SHC 4.07 3.98 3.88 3.78 3.71

TC 7.68 7.41 7.19 6.94 6.78
25 27 SHC 2.68 2.58 2.50 2.41 2.35

29 SHC 3.10 3.00 2.92 2.83 2.77
31 SHC 3.53 3.43 3.35 3.25 3.20

TC :Total Cooling Capacity    (kW)
SHC:Sensible Heat Capacity    (kW)

  Rating conditions are
   :Outdoor Ambient Temp.35ﾟCDB
   :Indoor Unit Entering Air Temp.27ﾟCDB/19ﾟCWB M.R= 3.35
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