
ELECTRIC VRF SYSTEMS R410A

ECOi - 6 Series VRF
			   2 Pipe Heat Pump VRF System 

The new ECOi 6 series is specifically 
designed for energy saving, easy installation 
and high efficiency performance as its main 
focus. 

By becoming the first company to intergrate 
both Standard and Hi COP systems in to 
the same range SANYO takes another step 
forward in offering control and flexibility to 
the VRF market. 

Initially launched as a 2 pipe heat pump 
system, the 3 way heat recovery will
follow soon. 

Standard or Hi COP - 
	 SANYO gives you the choice.

•	Full & extended range (8, 10, 12, 14, 16, 18, 20HP)

•	Full Hi COP range (10, 12, 14, 16HP)

•	DC inverter technology for precise temperature control and 	
a low start-up current

•	Improved COP & EER by new design for heat exchangers, 
fans, fan motor and compressor. 

•	High external static pressure available (80Pa)

•	64 indoor unit connectability from 38hp (107kW)

•	Connectable indoor unit  capacity ratio up to 200%

•	Non stop operation during maintenance

•	Extended operating range ( -250C in heating mode)

•	Extended pipe runs (Max pipe length 1000m)

•	Automatic backup operation

•	Extended compressor life by operation time sharing

•	Suitable use with renewal technology

Features 

COP 4.57 for 8HP in heating mode 

Average COP 4.35 for all Hi COP units












